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A  Measured with 40° optic. Other optic options reduces light output by 5%.
B  The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power can vary up to 10%.

A Lumen Values represent 3000K (W930) and with 40° optic.
B Only available with 2200K and 5000K (W822 and W850).

C Custom Length should be specified in milimeters (mm). See page 3 and 4 for all available lengths.
D Add 14 mm for endcap thickness. Please see mechanical details on page 2.
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Lyra Nano Lyra Nano
Lyra Nano

Step 1

Family Model Lumen packageA Color rendering Color temperature Custom lengthCD Color Optic Ingress

LYRA 36 NANO _ _ _ _ W_ _ _ _ _ _ _ _ _ _ IP40
CV - Static White LD05–110 Im/ft W8–85CRIB 22–2200K Lmin: 139 mm (5-1/2") B–Black 15–15° Optic

LD10–230 Im/ft W9–95CRI 27–2700K Lmax: 4014 mm (13' 2") S–Silver 25–25° Optic
LD15–360 Im/ft 30–3000K LD25 Lmax: 3014 mm (9' 10") 40–40° Optic
LD25–580 Im/ft 35–3500K LD40 Lmax: 2014 mm (6' 7") 65–65° Optic
LD40–850 Im/ft 40–4000K

50–5000K Increment LD:125 mm (4-15/16")

CV IQW - Tunable White LD40–690 Im/ft – – Lmin: 264 mm (10-1/4")

Lmax: 2014 mm (6' 7")

Increment: 250 mm (9-7/8")

Project name

Fixture type  Phase 

Specifier  Date 

24V linear LED luminaire in a round, stylish aluminum profile 
with a diameter of 1.5”. Extruded and anodized aluminum 
housing and aluminum end caps available in silver or black 
color. Can be surface-mounted or pendant and swiveled by 
almost 360°. NanoRay technology enabling accurate 15°, 
25°, 40° or 65° beam angles. Antiglare optics available in 
black or white offering UGR < 13 for optimal visual comfort. 
Light source assembled using Reel to Reel (R2R) production 
process supporting LED Linear™ Tj Away® thin flexible circuit 
board technology. Outstanding lifetime of > 60,000 hrs 
L80/B10. Embeds high quality LEDs with 3 step MacAdams 
(SDCM3) binning centered on target CCT (One Bin Only) with 
an extended photometric code of Wxxx / 339 ensuring an 
exceptional color consistency over the rated lifetime. Premium 
color rendition with a CRI of 95 (R9 = 85) and TM-30-15 up 
to Rf = 95 / Rg = 101. Consistent light intensity all along the 
luminaire length. Fully dimmable. Engineered and produced 
in Germany.
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Ordering Process

Static White Tunable White

Static White Tunable 
White

LD5 LD10 LD15 LD25 LD40 LD40

 Color temperature Lumen/ftA W/ftB Lumen/ftA W/ftB Lumen/ftA W/ftB Lumen/ftA W/ftB Lumen/ftA W/ftB Lumen/ftA W/ftB

St
at

ic
 W

hi
te

W822 2,200 K 110 1.5 230 3.0 350 4.6 560 7.6 — — — —
W927 2,700 K 110 1.5 230 3.0 360 4.6 570 7.6 840 12.2 — —
W930 3,000 K 110 1.5 230 3.0 360 4.6 580 7.6 850 12.2 — —
W935 3,500 K 120 1.5 240 3.0 370 4.6 590 7.6 870 12.2 — —
W940 4,000 K 120 1.5 240 3.0 370 4.6 600 7.6 880 12.2 — —
W850 5,000 K 120 1.5 250 3.0 390 4.6 670 7.6 910 12.2 — —

Tu
na

bl
e 

W
hi

te

W822 2,200 K — — — — — — — — — — 510 12.2
W850 5,000 K — — — — — — — — — — 690 12.2
Total 2,200 K - 5,000 K — — — — — — — — — — — 12.2

Lyra Nano

Luminaire Order Code 
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Mechanical Details

Technical Details

+ Red -  Black
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15° Optic (CBCP: 15000cd)* 25° Optic (CBCP: 8400cd)* 40° Optic (CBCP: 3900cd)* 65° Optic  (CBCP: 2450cd)*

C0/C180cd/1.000 lumen C90/C270

Light Distribution

* Values represent LD40 at 3000K with 1m fixture

Fixture Weight: 0.55 lbs / ft

Static White

 

 + White 24 V
+ Red 24 V

– Green W822
– Blue W840

Tunable White

A The position of the Tc-point is marked on each step of the LED strip. The Tc-point should be measured in thermal equilibrium according to IEC EN 60598-1.

Static White Tunable 
White

LD5 LD10 LD15 LD25 LD40 LD40

Power (W/ft)B 1.5 3.0 4.6 7.6 12.2 12.2
Efficacy (lm / W)B @ W850 83 85 85 81 75 60

Max serial run length (ft / m) 24.6 / 7.5 16.4 / 5 16.4 / 5 9.8 / 3 6.5 / 2 6.5 / 2

CRI / R9 @ W930 95 / 86 95 / 86 95 / 86 95 / 86 95 / 86 up to 85 / up to 65

Max temperature Tc-point (Tcmax)B 149°F / 65°C 149°F / 65°C 149°F / 65°C 149°F / 65°C 149°F / 65°C 167°F / 75°C
Max ambient temperature (Tamax)B 122°F / 50°C 122°F / 50°C 104°F / 40°C 104°F / 40°C 95°F / 35°C 104°F / 40°C

B The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power can vary up to 10%.

Static White Tunable White
Voltage 24 Volt (23 Vmin, 25 Vmax) 24 Volt (23 Vmin, 25 Vmax)

Case temperatureA Tcmin = -4°F / -20°C, Tcmax = 149°F / 65°C Tcmin = -13°F / -25°C, Tcmax = 167°F / 75°C

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 185°F / 85°C Tsmin = -22°F / -30°C, Tsmax = 176°F / 80°C
Ambient temperature Tamin = -4°F / -20°C, Tamax = specific, see Table below Tamin = -13°F / -25°C, Tamax = 104°F / 40°C
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Colorimetric Details

Color 
Vector 
Graphic

Color 
Distortion 
Graphic

Photometric Code CCT CRI R9 Rf Rg 
W930/339 3000 K 95 86 92 101

Reference 
Illuminant

Test Source

Lyra Nano- Continued on next page

 LENGTH CHART - Lyra Nano

Static White Tunable 
White

Fixture length
LD5 LD10 LD15 LD25 LD40 LD40

1.5 Watts / Ft 3.0 Watts / Ft 4.6 Watts / Ft 7.6 Watts / Ft 12.2 Watts/Ft 12.2 Watts / Ft
inches mm Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K

5.5 139 1 55 1 105 2 164 3 264 6 388 — —

10.4 264 1 104 3 199 4 312 7 502 11 736 11 841

15.3 389 2 153 4 293 6 459 10 740 16 1085 — —

20.2 514 3 202 5 388 8 607 13 978 21 1433 21 1620

25.2 639 3 252 6 482 10 755 16 1216 26 1782 — —

30.1 764 4 301 8 576 12 902 19 1453 31 2130 31 2399

35.0 889 4 350 9 671 13 1050 22 1691 36 2479 — —

39.9 1014 5 399 10 765 15 1197 25 1929 41 2827 41 3178

44.8 1139 6 448 11 859 17 1345 28 2167 46 3176 — —

49.8 1264 6 498 12 954 19 1493 32 2405 51 3524 51 3957

54.7 1389 7 547 14 1048 21 1640 35 2642 56 3873 — —

59.6 1514 7 596 15 1142 23 1788 38 2880 61 4221 61 4736

64.5 1639 8 645 16 1236 25 1935 41 3118 66 4570 — —

69.5 1764 9 694 17 1331 27 2083 44 3356 71 4918 71 5515

74.4 1889 9 744 19 1425 29 2231 47 3594 76 5267 — —

79.3 2014 10 793 20 1519 30 2378 50 3831 81 5615 81 6294

84.2 2139 11 842 21 1614 32 2526 53 4069 — — — —

89.1 2264 11 891 22 1708 34 2673 56 4307 — — — —

94.1 2389 12 940 24 1802 36 2821 60 4545 — — — —
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 Mounting Accessories
Item Description Models Order Code

Lyra Nano
Surface Mounting Clip

Aluminum surface mounting clip, available in black and white finish. 1 inch long. 
Recommended to use every 3 feet. 

Black Finish
Silver Finish

13000267-SCH
13000267-SIL

Lyra Nano
Pendant Mounting Kit

Pendant mounting kit including fixture mounting bracket, 6.5 feet (2m) long, field 
cuttable aircraft cable and ceiling installation bracket. Recommended to use every 
3 feet.

Black Finish
Silver Finish

13000300-SCH
13000300-SIL

Pendant Canopy Kit 4 
Pendant canopy kit including 5” round metal canopy, J-box mounting cross bar, 
silver cable grippers and mounting screws. Covers standard junction boxes and 
recommended to use for every live electrical feed.

White Canopy Finish 
Silver Hardware

Canopy Kit 4

 LENGTH CHART - Lyra Nano

Static White Tunable 
White

Oversize length
LD5 LD10 LD15 LD25 LD25 LD15

1.5 Watts / Ft 3.0 Watts / Ft 4.6 Watts / Ft 7.6 Watts / Ft 12.2 Watts/Ft 12.2 Watts / Ft
inches mm Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K

99.0 2514 12 990 25 1897 38 2969 63 4783 — — — —

103.9 2639 13 1039 26 1991 40 3116 66 5020 — — — —

108.8 2764 14 1088 27 2085 42 3264 69 5258 — — — —

113.7 2889 14 1137 28 2179 44 3411 72 5496 — — — —

118.7 3014 15 1186 30 2274 45 3559 75 5734 — — — —

123.6 3139 15 1236 31 2368 47 3707 — — — — — —

128.5 3264 16 1285 32 2462 49 3854 — — — — — —

133.4 3389 17 1334 33 2557 51 4002 — — — — — —

138.4 3514 17 1383 35 2651 53 4149 — — — — — —

143.3 3639 18 1432 36 2745 55 4297 — — — — — —

148.2 3764 19 1482 37 2840 57 4445 — — — — — —

153.1 3889 19 1531 38 2934 59 4592 — — — — — —
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 Drivers
Item Specifications Downloads

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• No Minimum Load Requirement 
• 24V Constant Voltage Output, Class 2 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

Non-Dimmable
Drivers 96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• 0-10V Dimmable - Flicker Free Down to 1%
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• 24V Constant Voltage Output, Class 2, Class P 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

0-10V Dimmable
Drivers 96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL 8750 Listed Class 2 Enclosure
• 24V constant voltage output 
•  Compact size yet high efficiency and performance in dry and damp environments (IP67)
• Multiple Inputs: 120V or 277V
•  Fully dimmable: ELV Dimmers - Reverse or Adaptive Phase Control, Trailing Edge 
•  Available in two wattages 48W and 96W 
•  Multiple Circuits are available up to 4 units (up to 384W)

48 W SPEC SHEET

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

ELV/Triac Dimmable
Drivers

•  Universal AC input / Full range (up to 305VAC)
•  Constant voltage PWM style output
•  Built-in 3 in 1 dimming function (0~10Vdc or PWM signal or resistance)
•  Dimming range : 0~100% 
•  Class 2 power unit
•  Suitable for dry / damp / wet locations
•  UL Recognized component, 5 years warranty

40 W SPEC SHEET

60 W SPEC SHEET

PWM Dimmable
Drivers 90 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL Listed Enclosure
• Dimming Range: 100% to 1% and 0.1% (Premiere)
•  LED lighting turns on to any dimmed level without flashing to full brightness
• Operating Voltage: 120V~ to 277V~ at 50/60 Hz
•  Rated lifetime of 50,000 hours at 40°C (104°F) ambient temperature and maximum loading
•  For rated warranty, ambient temperature not to exceed 40°C (104°F) 
• Open-circuit protected output

HI-LUME SPEC SHEET

HI-LUME PREMIERE SPEC SHEET

INSTALLATION INSTRUCTIONS

Dimmable
Drivers

• Available in linear or rectangular format 
• 100W, DMX/DALI interface for Static White, Tunable White and RGB/W Applications
• 4 control channels
• 24V constant voltage, 4 x 24V outputs
• Metal or plastic case options

100 W SPEC SHEET

INSTALLATION INSTRUCTIONS

DALI/DMX Dimmable 
Drivers

 Controllers
Item Specifications Downloads

Controllers

180/D   DMX Controller for RGB/W and Tunable White Applications 
210/D   Dali Contoller for Static White Applications  
211/D-LG   0-10V Logarithmic Dimming Controller
211/D-LN   0-10V Linear Dimming Controller
212/D   DMX Controller for Static White and Static Color Applications 
DimWheel  DMX Wall Controller for RGB/W and Tunable White Applications

180/D SPEC SHEET

210/D SPEC SHEET

211/D-LG SPEC SHEET

211/D-LN SPEC SHEET

212/D SPEC SHEET

DIM WHEEL SPEC SHEET

Click for more 
information

DRIVERS & CONTROLS

PRODUCT BROCHURE

LED LINEAR TECHNOLOGY

INSTALLATION

QUICK SHIPPING

IES FILES

REVIT FILES

PROFILES & OPTICS

VOLTAGE DROP CALCULATOR

Cables and Connectors

Click for more  
information PRODUCT BROCHURE

LED LINEAR TECHNOLOGY

INSTALLATION

VOLTAGE DROP CALCULATOR

IES FILES

CANOPY INSTALLATION

DRIVERS & CONTROLS

https://www.ledlinearusa.com/non-dim-30w
https://www.ledlinearusa.com/non-dim-60w
https://www.ledlinearusa.com/non-dim-96w
https://www.ledlinearusa.com/non-dim-installation
https://www.ledlinearusa.com/0-10-dim-30w
https://www.ledlinearusa.com/0-10-dim-60w
https://www.ledlinearusa.com/0-10-dim-96w
https://www.ledlinearusa.com/0-10-dim-installation
https://www.ledlinearusa.com/elv-triac-dim-48w
https://www.ledlinearusa.com/elv-triac-dim96w
https://www.ledlinearusa.com/elv-triac-dim-installation
https://www.ledlinearusa.com/pwm-dim-40w
https://www.ledlinearusa.com/pwm-dim-60w
https://www.ledlinearusa.com/pwm-dim-90w
https://www.ledlinearusa.com/pwm-dim-installation
https://www.ledlinearusa.com/lutron-dim-hi-lume
https://www.ledlinearusa.com/lutron-dim-hi-lume-premium
https://www.ledlinearusa.com/lutron-dim-installation
https://www.ledlinearusa.com/eldoled-controller-180d
https://www.ledlinearusa.com/eldoled-controller-210d
https://www.ledlinearusa.com/eldoled-controller-211d-lg
https://www.ledlinearusa.com/eldoled-controller-211d-ln
https://www.ledlinearusa.com/eldoled-controller-212d
https://www.ledlinearusa.com/eldoled-controller-dim-wheel
https://www.ledlinearusa.com/drivers-controllers
https://www.ledlinearusa.com/led-technology
https://www.ledlinearusa.com/fileadmin/ledlinearusa/downloads/accessories/led_voltage_drop_charts.pdf
https://www.ledlinearusa.com/fileadmin/ledlinearusa/downloads/product-brochures/Brochure_LYRA_NANO.pdf
https://www.ledlinearusa.com/installation-lyra-nano
https://www.ledlinearusa.com/products/mars-nano/downloadProductIess/?tx_ledlinear_product%5Bvariant%5D=&cHash=51f393d89c662835e3894c9f3f68d336
https://www.ledlinearusa.com/fileadmin/user_upload/spec-eldoled-100w.pdf
https://www.ledlinearusa.com/fileadmin/user_upload/Installation_-_EldoLED_100W_DMX-DALI.pdf
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