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VarioLED LD/HD IP67
VarioLED LD/HD IP67

VarioLED LD/HD IP67
VarioLED LD/HD IP67VarioLED LD/HD IP67

Family Model Lumen package* Color rendering Color temperature Custom Length*** Ingress

VarioLED _ _ _ _ _ HD_ _ W_ _ _ _ _ _ _ IP67
HYDRA - Static White HD06–133 Im/ft W8–85CRI 20–2500K Lmin: 82 mm (3-1/4")

HD10–222 Im/ft W9–95CRI** 22–2900K
HD15–356 Im/ft 25–3300K HD06/10/15 Lmax: 4019 mm (13‘ 2-1/2“)

HD25–581 Im/ft 27–3800K (3600K for W9) HD25 Lmax: 3019 mm (9‘ 11“)

30–4300K (4300K for W9)

35–5100K (4900K for W9) Increment: 62.5 mm (4-15/16“)

RGB HD10–134 Im/ft — —

 HD20–247 Im/ft — —

24 V outdoor rated linear LED strip delivered in custom 
lengths up to 13 ft (4m). Polyurethane encapsulation offers 
a premium water proof sealing, UV resistance, chemical 
stability and protection against abrasion. White lower casing 
for better light extraction thus higher efficacy. Delivered 
complete with IP67 mini connectors on both ends. Reel-to-Reel 
(R2R) produced flexible circuit board material with LED 
Linear™ Tj Away® technology for optimal heat management. 
Constant light output and extended lifetime thanks to an 
integrated circuit (IC) driver regulation. One Bin Only® top 
quality LED’s with 120° beam angle and excellent color rendering 
up to CR  95. 3 step MacAdam ellipse guarantees consistent 
color temperature and light quality at a life-time of >60,000 hrs 
L80/B10 and >30,000 for RGB. Extended 6 digit photometric 
code ensures color consistency over the rated lifetime. 
Fully dimmable. Engineered and manufactured in Germany.

A The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power can vary up to 10%.
B CCT tolerances occur in IP67 products due to the encapsulation of the fixture.

* Lumen Values represent 2900K (W822).        ** Available only for HD06 and HD10.        ***  Custom Length should be specified in milimeters (mm). See page 3 for all available lengths. / Maximum Length items ship 
with one male connector only. 

Luminaire Order Code

Ordering Process

HD6 HD10 HD15 HD20 HD25

Color temperatureB CCT (Delivered) Lumen/ft W/ftA Lumen/ft W/ftA Lumen/ft W/ftA Lumen/ft W/ftA Lumen/ft W/ftA

St
at

ic 
Wh

ite

W820 2,500 K 118 1.8 194 3.1 313 4.6 — — 508 7.6

W822 2,900 K 133 1.8 222 3.1 356 4.6 — — 581 7.6

W825 3,300 K 151 1.8 255 3.1 407 4.6 — — 663 7.6

W827/W927 3,800 K/3,600 K 136 1.8 228 3.1  432 4.6  — — 703 7.6  

W830/W930 4,300 K/4,300 K 139 1.8 231 3.1  459 4.6 — — 746 7.6 

W835/W935 5,100 K/4,900 K 142 1.8 237 3.1  484 4.6  — — 785 7.6  

RG
B

RGB total       — — — 134 3.1  — — 247 6.7 — —

HD – High LED Density

Project name

Fixture type  Phase 

Specifier  Date 

Static White RGB
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Mechanical Details - Static White

Technical Details

Static White
HD6

Static White
HD10

Static White
HD15

Static White
HD25

RGB
HD10

RGB
HD20

Power (W/ft)B 1.8 3.1 4.6 7.6 3.1 6.7
Effi cacy (lm / W)B @ W850 110 138 147 144 44 37

CRI / R9 @ 3000 K 95 / 65 95 / 65 85 / 25 85 / 25 — —
Reel length (ft / m) 16.4 / 5 16.4 / 5 13.1 / 4 9.8 / 3 13.1 / 4 13.1 / 4

Static White RGB
 Step length 7 LEDs per 2.46" / 125 mm 6 LEDs per 2.46" / 125 mm

Voltage 24 Volt (23 Vmin, 25 Vmax) 24 Volt (23 Vmin, 25 Vmax)

Case temperatureA Tcmin = -13°F / -25°C, Tcmax = 185°F / 85°C Tcmin = -13°F / -25°C, Tcmax = up to 158°F / 70°C

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 185°F / 85°C Tsmin = -22°F / -30°C, Tsmax = 158°F / 70°C
Ambient temperature Tamin = -13°F / -25°C, Tamax = 122°F / 50°C Tamin = -13°F / -25°C, Tamax = 113°F / 45°C

A The position of the Tc-point is marked on each step of the LED strip. The Tc-point should be measured in thermal equilibrium according to IEC EN 60598-1.

B The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power can vary up to 10%.
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 LENGTH CHART - Varioled HD IP67
Static White RGB

Fixture length
HD6 HD10 HD15 HD25 HD20

1.8 Watts / Ft 3.0 Watts / Ft 4.6 Watts / Ft 7.6 Watts / Ft 6 Watts / Ft
inches mm Watts / fixture Lumens / fixture @W930K Watts / fixture Lumens / fixture @W930K Watts / fixture Lumens / fixture @W830K Watts / fixture Lumens / fixture @W830K Watts / fixture Lumens / fixture

3.2 82 1 37 1 62 1 123 2 209 2 66
5.7 145 1 66 1 109 2 218 4 368 3 117
8.2 207 1 94 2 157 3 312 5 527 4 168
10.6 270 2 123 3 204 4 406 7 686 5 218
13.1 332 2 151 3 252 5 500 8 845 7 269
15.5 395 2 180 4 299 6 594 10 1004 8 320
18.0 457 3 208 4 346 7 688 11 1163 9 370
20.5 520 3 237 5 394 8 782 13 1322 10 421
22.9 582 3 265 6 441 9 876 15 1481 11 472
25.4 645 4 294 6 488 10 970 16 1640 13 522
27.8 707 4 322 7 536 11 1064 18 1800 14 573
30.3 770 5 351 8 583 12 1158 19 1959 15 623
32.8 832 5 379 8 630 13 1253 21 2118 16 674
35.2 895 5 408 9 678 13 1347 22 2277 18 725
37.7 957 6 436 9 725 14 1441 24 2436 19 775
40.1 1020 6 465 10 772 15 1535 25 2595 20 826
42.6 1082 6 493 11 820 16 1629 27 2754 21 877
45.1 1145 7 522 11 867 17 1723 29 2913 23 927
47.5 1207 7 550 12 915 18 1817 30 3072 24 978
50.0 1270 7 579 12 962 19 1911 32 3231 25 1028
52.4 1332 8 607 13 1009 20 2005 33 3390 26 1079
54.9 1395 8 636 14 1057 21 2099 35 3549 27 1130
57.4 1457 9 664 14 1104 22 2194 36 3708 29 1180
59.8 1520 9 693 15 1151 23 2288 38 3868 30 1231
62.3 1582 9 721 16 1199 24 2382 39 4027 31 1282
64.7 1645 10 750 16 1246 25 2476 41 4186 32 1332
67.2 1707 10 778 17 1293 26 2570 43 4345 34 1383
69.7 1770 10 807 17 1341 27 2664 44 4504 35 1434
72.1 1832 11 835 18 1388 28 2758 46 4663 36 1484
74.6 1895 11 864 19 1435 29 2852 47 4822 37 1535
77.1 1957 12 892 19 1483 30 2946 49 4981 39 1585
79.5 2020 12 921 20 1530 30 3040 50 5140 40 1636
82.0 2082 12 949 20 1577 31 3134 52 5299 41 1687
84.4 2145 13 978 21 1625 32 3229 53 5458 42 1737
86.9 2207 13 1006 22 1672 33 3323 55 5617 43 1788
89.4 2270 13 1035 22 1720 34 3417 57 5777 45 1839
91.8 2332 14 1063 23 1767 35 3511 58 5936 46 1889

Oversize length
HD6 HD10 HD15 HD25 HD20

1.8 Watts / Ft 3.0 Watts / Ft 4.6 Watts / Ft 7.6 Watts / Ft 6 Watts / Ft
inches mm Watts / fixture Lumens / fixture @W930K Watts / fixture Lumens / fixture @W930K Watts / fixture Lumens / fixture @W830K Watts / fixture Lumens / fixture @W830K Watts / fixture Lumens / fixture

94.3 2395 14 1092 24 1814 36 3605 60 6095 47 1940
96.7 2457 15 1120 24 1862 37 3699 61 6254 48 1991
99.2 2520 15 1149 25 1909 38 3793 63 6413 50 2041
101.7 2582 15 1177 25 1956 39 3887 64 6572 51 2092
104.1 2645 16 1206 26 2004 40 3981 66 6731 52 2142
106.6 2707 16 1234 27 2051 41 4075 67 6890 53 2193
109.0 2770 16 1263 27 2098 42 4170 69 7049 55 2244
111.5 2832 17 1291 28 2146 43 4264 71 7208 56 2294
114.0 2895 17 1320 28 2193 44 4358 72 7367 57 2345
116.4 2957 17 1348 29 2240 45 4452 74 7526 58 2396
118.9 3020 18 1377 30 2288 46 4546 75 7685 59 2446
121.3 3082 18 1405 30 2335 47 4640 — — 61 2497
123.8 3145 19 1434 31 2383 47 4734 — — 62 2548
126.3 3207 19 1462 32 2430 48 4828 — — 63 2598
128.7 3270 19 1491 32 2477 49 4922 — — 64 2649
131.2 3332 20 1519 33 2525 50 5016 — — 66 2699
133.6 3395 20 1548 33 2572 51 5110 — — 67 2750
136.1 3457 20 1576 34 2619 52 5205 — — 68 2801
138.6 3520 21 1605 35 2667 53 5299 — — 69 2851
141.0 3582 21 1633 35 2714 54 5393 — — 70 2902
143.5 3645 22 1662 36 2761 55 5487 — — 72 2953
145.9 3707 22 1690 36 2809 56 5581 — — 73 3003
148.4 3770 22 1719 37 2856 57 5675 — — — 3054
150.9 3832 23 1747 38 2903 58 5769 — — — 3105
153.3 3895 23 1776 38 2951 59 5863 — — — 3155
155.8 3957 23 1804 39 2998 60 5957 — — — 3206
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 Mounting Accessories
Item Description Dimensions (L x W x H) Order Code

Aluminum Mounting Clip
Aluminum surface mounting clip, recommended to use every 20 inches. Available in 
four different angles. 3.5 inches long.

3-1/2” x 3/4” x 1/4”
3-1/2” x 3/4” x 1/2”
3-1/2” x 3/4” x 3/4”
3-1/2” x 3/4” x 7/8”

10000040
10000040-15d
10000040-30d
10000040-45d

Aluminum Mounting 
Profile

Continuous aluminum surface mounting profile.  6.5 ft long. 6-1/2’ x 3/4” x 1/4” 10000039

Plastic Mounting Clip
White plastic surface mounting clip. Recommended to use every 20 inches. Cannot be 
used together with the aluminum mounting profile. 

3/4" x 1-1/4" x 1/4" 13000032

Adjustable Clip
Use to adjust and fix the angle of fixture. 180° adjusting range. Delivered as a pair with 
screws included. Only for VarioContour 0016.

1/8" x 3/4" 13000082

 Cables and Connectors
Item Description Model Dimensions Order Code

Female Connector IP67

Use to run cable from the driver to the first fixture of 
the run or to the next fixture. Female  connector on 
one side and open end cable on the other side. 

Available with staright or 90° L-shaped connector. 

Static White
Static White 
Static White
Static White
Static White / 90° 
RGB / Tunable White
RGB / Tunable White
RGB / Tunable White
RGB / Tunable White
RGB / Tunable White / 90°

2 x 22 Awg, 4 in
2 x 22 Awg, 3.2 ft
2 x 22 Awg, 6.5 ft
2 x 22 Awg, 16.5 ft
2 x 22 Awg, 6.5 ft
4 x 23 Awg, 4 in
4 x 23 Awg, 3.2 ft
4 x 23 Awg, 6.5 ft
4 x 23 Awg, 16.5 ft
4 x 23 Awg, 6.5 ft

15000071
15000090
15000091
15000092
15000089
15000094
15000095
15000096
15000097
15000098

Male Connector IP67
Use to run cable from the fixture to the driver or to 
the previous fixture. Male connector on one side and 
open end cable on the other side. 

Static White
Static White
RGB / Tunable White
RGB / Tunable White

2 x 22 Awg, 4 in
2 x 22 Awg, 3.2 ft
2 x 23 Awg, 4 in
2 x 23 Awg, 3.2 ft

15000070
15000093
15000099
15000100

Extension IP67
Use to extend the distance between connection 
points. Female connector on one side and male con-
nector on the other side. 

Static White / RGB / Tunable White
Static White / RGB / Tunable White
Static White / RGB / Tunable White

4 x 23 Awg, 3 in
4 x 23 Awg, 6.5 ft
4 x 23 Awg, 16.5 ft

15000101
15000102
15000103

Female Protection Cap IP67
Use to seal unused connectors and maintain IP67 
ingress protection.

Static White / RGB / Tunable White       — 15000115

 Optical Accessories

Round Opal Lens
12000004

Linear Dome Lens, Diffuse 15°
12000049

Linear Dome Lens, Diffuse 30°
12000029

Linear Dome Lens, Diffuse 60°
12000031

Linear Dome Lens, Diffuse 90°
12000032
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 Drivers
Item Specifications Downloads

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• No Minimum Load Requirement 
• 24V Constant Voltage Output, Class 2 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

Non-Dimmable
Drivers 96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• 0-10V Dimmable - Flicker Free Down to 1%
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• 24V Constant Voltage Output, Class 2, Class P 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

0-10V Dimmable
Drivers 96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL 8750 Listed Class 2 Enclosure
• 24V constant voltage output 
•  Compact size yet high efficiency and performance in dry and damp environments (IP67)
• Multiple Inputs: 120V or 277V
•  Fully dimmable: ELV Dimmers - Reverse or Adaptive Phase Control, Trailing Edge 
•  Available in two wattages 48W and 96W 
•  Multiple Circuits are available up to 4 units (up to 384W)

48 W SPEC SHEET

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

ELV/Triac Dimmable
Drivers

•  Universal AC input / Full range (up to 305VAC)
•  Constant voltage PWM style output
•  Built-in 3 in 1 dimming function (0~10Vdc or PWM signal or resistance)
•  Dimming range : 0~100% 
•  Class 2 power unit
•  Suitable for dry / damp / wet locations
•  UL Recognized component, 5 years warranty

40 W SPEC SHEET

60 W SPEC SHEET

PWM Dimmable
Drivers 90 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL Listed Enclosure
• Dimming Range: 100% to 1% and 0.1% (Premiere)
•  LED lighting turns on to any dimmed level without flashing to full brightness
• Operating Voltage: 120V~ to 277V~ at 50/60 Hz
•  Rated lifetime of 50,000 hours at 40°C (104°F) ambient temperature and maximum loading
•  For rated warranty, ambient temperature not to exceed 40°C (104°F) 
• Open-circuit protected output

HI-LUME SPEC SHEET

HI-LUME PREMIERE SPEC SHEET

INSTALLATION INSTRUCTIONS

Dimmable
Drivers

• Available in linear or rectangular format 
• 100W, DMX/DALI interface for Static White, Tunable White and RGB/W Applications
• 4 control channels
• 24V constant voltage, 4 x 24V outputs
• Metal or plastic case options

100 W SPEC SHEET

INSTALLATION INSTRUCTIONS

DALI/DMX Dimmable 
Drivers

 Controllers
Item Specifications Downloads

Controllers

180/D   DMX Controller for RGB/W and Tunable White Applications 
210/D   Dali Contoller for Static White Applications  
211/D-LG   0-10V Logarithmic Dimming Controller
211/D-LN   0-10V Linear Dimming Controller
212/D   DMX Controller for Static White and Static Color Applications 
DimWheel  DMX Wall Controller for RGB/W and Tunable White Applications

180/D SPEC SHEET

210/D SPEC SHEET

211/D-LG SPEC SHEET

211/D-LN SPEC SHEET

212/D SPEC SHEET

DIM WHEEL SPEC SHEET

Click for more 
information

DRIVERS & CONTROLS

PRODUCT BROCHURE

LED LINEAR TECHNOLOGY

INSTALLATION

QUICK SHIPPING

IES FILES

REVIT FILES

PROFILES & OPTICS

VOLTAGE DROP CALCULATOR

Cables and Connectors

Click for more  
information PRODUCT BROCHURE

LED LINEAR TECHNOLOGY

INSTALLATION

VOLTAGE DROP CALCULATOR

IES FILES DRIVERS & CONTROLS

https://www.ledlinearusa.com/non-dim-30w
https://www.ledlinearusa.com/non-dim-60w
https://www.ledlinearusa.com/non-dim-96w
https://www.ledlinearusa.com/non-dim-installation
https://www.ledlinearusa.com/0-10-dim-30w
https://www.ledlinearusa.com/0-10-dim-60w
https://www.ledlinearusa.com/0-10-dim-96w
https://www.ledlinearusa.com/0-10-dim-installation
https://www.ledlinearusa.com/elv-triac-dim-48w
https://www.ledlinearusa.com/elv-triac-dim96w
https://www.ledlinearusa.com/elv-triac-dim-installation
https://www.ledlinearusa.com/pwm-dim-40w
https://www.ledlinearusa.com/pwm-dim-60w
https://www.ledlinearusa.com/pwm-dim-90w
https://www.ledlinearusa.com/pwm-dim-installation
https://www.ledlinearusa.com/lutron-dim-hi-lume
https://www.ledlinearusa.com/lutron-dim-hi-lume-premium
https://www.ledlinearusa.com/lutron-dim-installation
https://www.ledlinearusa.com/eldoled-controller-180d
https://www.ledlinearusa.com/eldoled-controller-210d
https://www.ledlinearusa.com/eldoled-controller-211d-lg
https://www.ledlinearusa.com/eldoled-controller-211d-ln
https://www.ledlinearusa.com/eldoled-controller-212d
https://www.ledlinearusa.com/eldoled-controller-dim-wheel
https://www.ledlinearusa.com/brochure-hydra-hd-ip67
https://www.ledlinearusa.com/installation-sheet-hydra-hd-ip67
https://www.ledlinearusa.com/ies-files-varioled-ld-ip67
https://www.ledlinearusa.com/drivers-controllers
https://www.ledlinearusa.com/led-technology
https://www.ledlinearusa.com/fileadmin/ledlinearusa/downloads/accessories/led_voltage_drop_charts.pdf
https://www.ledlinearusa.com/fileadmin/user_upload/spec-eldoled-100w.pdf
https://www.ledlinearusa.com/fileadmin/user_upload/Installation_-_EldoLED_100W_DMX-DALI.pdf
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