
XOOTUBE™ 38 White/IQ White/RGB IP40

L80/B10
> 60.000 h

L80
30.000 h

LM 79

LM 80

White/IQ White

Wxxx/
339

Tc
Tc– 24 V + 24 V

+ 24V

For actual data, further options and detailed information, please visit our website www.led-linear.com

24 V linear LED luminaire in IP40. Slim extruded and anodized 
aluminum profile with a round opal PMMA cover combined 
in a sleek design. A round luminaire with a 38 mm (1.5") 
diameter and absolutely homogeneous 360° light distri-
bution. Can be installed as horizontal or vertical pendant 
or as wall-mounted luminaire. Neat aluminum end caps 
available in 3 colors. Light source assembled using state 
of the art automated Reel to Reel (R2R) production process 
supporting LED Linear™ Tj Away® thin flexible circuit board 
technology. In combination with ceramic LED packages a 
thermal resistivity of 18.5 K/W is achieved for an optimal 
heat dissipation (junction to profile) which guarantees an 
outstanding lifetime of > 60,000 hrs L80/B10. Embeds high 

A	The given data are typical values. Due to tolerances of the produc-
tion process and the electrical components, values for light output 
and electrical power can vary up to 10%.

B	The Tc-point should be measured in thermal equilibrium according 
to IEC EN 60598-1.

C	When all single colors are at full power.

*	! Note: IQ-White + RGB ships with black power cord, 3 cables in total.

Dimensions & available lengths

quality japanese LEDs with 3 step MacAdams (SDCM3) bin-
ning centered on target CCT (One Bin Only) with an extended 
photometric code of Wxxx/339 ensuring an exceptional color 
consistency over the rated lifetime. Premium color rendition 
with a CRI of 95 and TM-30-15 up to Rf = 91 / Rg = 100 ensur-
ing a remarkable light quality. Consistent light intensity 
all along the luminaire length is obtained thanks to active 
current regulation operated by dedicated integrated circuits 
(ICs) on each step. Protected against electrostatic discharge 
± 2,000 V and polarity miswiring. Fully PWM dimmable for 
frequency > 0 Hz up to 2 kHz (flicker free for frequency
higher then 1.2 kHz according to IEEE P1789 standard). En-
gineered and produced in Germany.

Voltage 24 Volt (23 Vmin, 25 Vmax)
TemperatureB Tcmin = -25°C / -13°F, Tcmax = specific, see Table below

Storage temperature Tsmin = -30°C / -22°F, Tsmax = 70°C / 158°F
Ambient temperature Tamin = -25°C / -13°F, Tamax = specific, see Table below

XOOTUBE™ 38 HYDRA HD15 HYDRA HD25 IQ White NEXUS HD12 RGB HD10

Power (W/m / W/ft)A 15 / 4.6 25 / 7.6 12 / 3.7 10 / 3.1
Efficacy (lm/W)A 103 101 61 49

max. serial run length (m / ft) 4 / 13.1 3 / 9.8 5 / 16.4 5 / 16.4

Temperature Tc-point (Tcmax)B 70°C / 158°F 75°C / 167°F 70°C / 158°F 70°C / 158°F

max. Ambient temperature (Tamax) 40°C / 104°F 40°C / 104°F 40°C / 104°F 45°C / 113°F
CRI / R9 85 / 25 85 / 25 85 / 25 –

XOOTUBE™ 38 IQ White/RGB

LED tape* Color temperature Color (λd)
lumen/meter (lm/m)B 
lumen/feet (lm/ft)B

IQ White NEXUS HD12 2,200 K (W822) – 5,000 K (W850)C – 730C / 223C

RGB HD10 – 622 (R)/532 (G)/466 (B) 492C / 150C

Electrical & output data

XOOTUBE™ 38 White

Color temperature

HD15
(mid output)

HD25
(high output)

lumen/meter (lm/m)A lumen/feet (lm/ft)A

W820 2,000 K 900 / 273 1,460 / 444

W822 2,200 K 1,030 / 313 1,670 / 508

W825 2,500 K 1,170 / 356 1,910 / 581

W827 2,700 K 1,250 / 380 2,020 / 615

W830 3,000 K 1,320 / 401 2,150 / 654

W835 3,500 K 1,390 / 423 2,260 / 688

W840 4,000 K 1,420 / 432 2,300 / 700
W850 5,000 K 1,550 / 471 2,520 / 767

White/IQ White 
Lifetime

RGB 
Lifetime

LM 79 compliant

LM 80 compliant

Protection against 
granular objects  
> 1 mm / 0.034"

White 
Photometric code

40 mm / 1.57"

38 mm / 1.5"

800 mm / 1,050 mm / 1,300 mm / 1,550 mm
2.62' / 3.44' / 4.27' / 5.09'

Tc-point (Case temp.) on the rear side of the module

Suspension Suspension

Suspension

30 mm / 1.18"
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Wall Mount Fixture build to length (not field cuttable):
Lmin: 325 mm;	 Lmax: 4,012 mm;	 in 62.5 mm increments 
Lmin: 12.8";	 Lmax: 13.16';	 in 2.46" increments
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2,000 K
2,200 K
2,500 K
2,700 K
3,000 K
3,500 K
4,000 K
5,000 K

Order code example

Order code example

Your order code

Choose your favorite color of end caps

Order code

Tape
HYDRA HD15............................................................................... HD15
HYDRA HD25............................................................................. HD25
IQ White NEXUS HD12 ...................................................  IQ W HD12
RGB HD10 .........................................................................  RGB HD10
Color temperature
	  ............................................................................................ 20
	  ............................................................................................  22
	  ............................................................................................  25
	  ............................................................................................  27
	  ............................................................................................ 30
	  ............................................................................................  35
	  ............................................................................................ 40
	  ............................................................................................ 50
Length
800 mm ...................................................................................  0800
1,050 mm ................................................................................... 1050
1,300 mm ................................................................................... 1300
1,550 mm ...................................................................................  1550
Length for Wall Mount
Lmin: 325 mm (12.8"); Lmax: 4,012mm (13.16');  
in 62.5 mm (2.46") increments
Color end cap
RAL9003 White ....................................................................... 9003
RAL 9004 Black ...................................................................... 9004
Silver ............................................................................................. SIL
Mounting

Vertical Pendant (4 m / 13.1' rope) ..........................................  V
Wall mount (only Black & Silver) ............................................  W
Ingress ptotection
IP40 .............................................................................................  IP40

Canopies, PSU’s and 
controls can be ordered 
separately.

D	Mounting

White Black
Brushed stainless 
steel finish
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Please click here to configure your fixture online
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