
LED Linear™ GmbH

Project name

Fixture type

Specifier

Phase

Date

LED Linear™ GmbH

XOOTOO Static White

XOOTOO LD5 LD10 LD15 LD25 HD6 HD10 HD15 HD25

Power (W/ft / W/m)1 1.5 / 5 3.1 / 10 4.6 / 15 7.6 / 25 1.8 / 6 3.1 / 10 4.6 / 15 7.6 / 25
Efficacy (lm / W)1 @ W850 124 123 131 128 123 123 131 128
max. length (ft / m) 13.1 / 4 13.1 / 4 13.1 / 4 9.8 / 3 13.1 / 4 13.1 / 4 13.1 / 4 9.8 / 3

Lifetime

L80/B10
> 60.000 h

LM 79 
compliant

LM 79

LM 80 
compliant

LM 80

Photometric  
codeWx27/

339

Voltage 24 Volt (23 Vmin, 25 Vmax)
Temperature2 Tcmin = -13°F / -25°C, Tcmax = 167°F / 75°C

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 176°F / 80°C

Ambient temperature Tamin = -13°F / -25°C, Tamax = 104°F / 40°C

CRI up to 95
R9 up to 65

Protection against 
granular objects  
> 0.034" / 1 mm

24 V, linear LED pendant luminaire in IP20 or IP40 with direct / 
indirect emission characteristics and a small cross section 
of only 0.08" x 0.12". Available in a silver or black aluminum 
profile with decorative diffuser or functional reflector optics. 
Comes pre-equipped with pendant and mounting accesso-
ries. Free scalable luminaire lengths. Japanese LED of the 
highest quality. “One Bin Only” within 3 MacAdam guarantees 
constant color temperature and highest light quality at a 
lifetime of > 60,000 hrs (L80/B10). Up to CRI 95. Engineered 
in Germany.

1	The given data are typical values. Due to tolerances of the produc-
tion process and the electrical components, values for light output 
and electrical power can vary up to 10%.

2	The Tc-point should be measured in thermal equilibrium according 
to IEC EN 60598-1.

3	Sample values. 

! Note: –40% luminous flux at opal and –25% with diffuse cover.! 
Note: Please note that the total luminous flux and wattage is the
sum of the configured LED tape and optics combination in the di-
rect and indirect flame. 

· For more details regarding changes, min and max data sheet
values and production tolerances please see specification cata-
logue 2016/2017.

Electrical & output data

Dimensions & available lengths
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Connection diagram
HYDRA HD/LD

Length (L) ft / mm

Color temperature

LD5 LD10 LD15 LD25 HD6 HD10 HD15 HD25
low output high output 

lumen/feet (lm/ft)1 lumen/meter (lm/m)1  
@ 65° Reflector3/clear cover

low output high output 
lumen/feet (lm/ft)1 lumen/meter (lm/m)1  

@ 65° Reflector3/clear cover

W820 2000 K 109 / 360 215 / 710 346 / 1140 566 / 1860 130 / 430 215 / 710 346 / 1140 566 / 1860

W822 2200 K 124 / 410 249 / 820 398 / 1310 645 / 2120 148 / 490 249 / 820 398 / 1310 645 / 2120

W825 2500 K 142 / 470 282 / 930 453 / 1490 737 / 2420 170 / 560 282 / 930 453 / 1490 737 / 2420

W827 W927 2700 K 127 / 420 301 / 990 481 / 1580 782 / 2570 151 / 500 252 / 830 481 / 1580 782 / 2570

W830 W930 3000 K 127 / 420 319 / 1050 511 / 1680 831 / 2730 154 / 510 258 / 850 511 / 1680 831 / 2730

W835 W935 3500 K 133 / 440 334 / 1100 535 / 1760 874 / 2870 157 / 520 264 / 870 535 / 1760 874 / 2870

W840 W940 4000 K 136 / 450 343 / 1130 548 / 1800 892 / 2930 164 / 540 273 / 900 548 / 1800 892 / 2930
W850 5000 K 188 / 620 374 / 1230 599 / 1970 974 / 3200 225 / 740 374 / 1230 599 / 1970 974 / 3200

indirect view direct view

Fixture build to length (not field cutable):
Lmin: 10.24";	 Lmax: 13.16' (LD25/HD25: 9.88');	 in 4.92" increments (HD: 2.46")
Lmin: 260 mm;	 Lmax: 4,010 mm (LD25/HD25: 3,010 mm);	 in 125 mm increments (HD: 62.5 mm)

(visible pixillation) (less pixillation or dot free, check order code)

     1.5"

1"



LED Linear™ GmbHLED Linear™ GmbH

Opal low cover (direct)5

Clear cover (indirect)5

Clear cover (direct)5

Reflector tief 25°5

Reflector wide 65°5

5	DIN 5040:A40
6	DIN 5040:A60
7	DIN 5040:A30

4	Please note that optics and LED tapes need to be combined 
	 correctly. The right LED tape type is bracketed behind the optic 
	 descriptions.

Opal high cover (direct)7

Downlight and uplight choice
HYDRA LD5 ..................................................................................  LD5
HYDRA LD10 .............................................................................. LD10
HYDRA LD15 ..............................................................................  LD15
HYDRA LD25 ............................................................................  LD25
HYDRA HD6 ................................................................................. HD6
HYDRA HD10 ..............................................................................  HD10
HYDRA HD15 .............................................................................. HD15
HYDRA HD25 ............................................................................ HD25
Color temperature
	  .........................................................................................  820
	  .......................................................................................... 822
	  .......................................................................................... 825
	  .................................................................................. 827 927
	  ................................................................................. 830 930
	  .................................................................................  835 935
	  ................................................................................. 840 940
	  .........................................................................................  850 
Optic for downlight4

25° deep reflector (LD)6 ...........................................................  25
65° wide reflector (LD)6 ........................................................... 65
Clear low cover (LD/HD)5 .........................................................  CL
Opal low cover* (HD)5 ............................................................... OL
Opal high cover* (HD)7 ............................................................  OH
Length
Lmin: 10.24" (260 mm); 
Lmax: 13.16' (4,010 mm); LD25/HD25: 9.88' (3,010 mm); 
in 4.92" (125 mm) increments; HD: 2.46" (62.5 mm)
Profile color
Silver ................................................................................................  S
Black .................................................................................................  B
Ingress protection
IP20 (for 25°/65° refectors) ...............................................  IP20
IP40 (for covers) ....................................................................  IP40

Order code

Order code example XOOTOO HD25 LD10 1885 IP20

Your order code XOOTOO ____ ____ ____ IP__

65/ S827 827/

__/ __ _ _ _ _ _ /

✓	Fixture comes pre-equipped with pendant and mounting accessories.

Recommended control

EldoLED LINEARdrive DC 180D

2000 K
2200 K
2500 K
2700 K
3000 K
3500 K
4000 K
5000 K

downlight uplight

Please choose your accessories

Recommended driver

MEAN WELL HLG-100H-24A

*	Dot free

For further driver options including click here.

http://www.ledlinearusa.com/index.php?id=70&tx_ledlinear_product%5Bcontroller%5D=Product&cHash=9d0724bb85d3c714bee8159651f5cff6
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 Drivers

Item Specifications Downloads

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• No Minimum Load Requirement 
• 24V Constant Voltage Output, Class 2 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

Non-Dimmable
Drivers

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• 0-10V Dimmable - Flicker Free Down to 1%
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• 24V Constant Voltage Output, Class 2, Class P 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

0-10V Dimmable
Drivers

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL 8750 Listed Class 2 Enclosure
• 24V constant voltage output 
•  Compact size yet high efficiency and performance in dry and damp environments (IP67)
• Multiple Inputs: 120V or 277V
•  Fully dimmable: ELV Dimmers - Reverse or Adaptive Phase Control, Trailing Edge 
•  Available in two wattages 48W and 96W 
•  Multiple Circuits are available up to 4 units (up to 384W)

48 W SPEC SHEET

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

ELV/Triac Dimmable
Drivers

•  Universal AC input / Full range (up to 305VAC)
•  Constant voltage PWM style output
•  Built-in 3 in 1 dimming function (0~10Vdc or PWM signal or resistance)
•  Dimming range : 0~100% 
•  Class 2 power unit
•  Suitable for dry / damp / wet locations
•  UL Recognized component, 5 years warranty

40 W SPEC SHEET

60 W SPEC SHEET

PWM Dimmable
Drivers

90 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL Listed Enclosure
• Dimming Range: 100% to 1% and 0.1% (Premiere)
•  LED lighting turns on to any dimmed level without flashing to full brightness
• Operating Voltage: 120V~ to 277V~ at 50/60 Hz
•  Rated lifetime of 50,000 hours at 40°C (104°F) ambient temperature and maximum loading
•  For rated warranty, ambient temperature not to exceed 40°C (104°F) 
• Open-circuit protected output

HI-LUME SPEC SHEET

HI-LUME PREMIERE SPEC SHEET

Dimmable
Drivers

INSTALLATION INSTRUCTIONS

• Available in linear or rectangular format 
• 100W, DMX/DALI interface
• 4 control channels
• 24V constant voltage, 4 x 24V outputs
• Metal or plastic case options

100 W SPEC SHEET

INSTALLATION INSTRUCTIONS

DALI/DMX Dimmable 
Drivers

 Controllers

Item Specifications Downloads

Controllers

180/D  DMX Controller for RGB and Tunable White Applications 

210/D  Dali Contoller for Static White, RGB and Tunable White Aplications  

211/D-LG   0-10V Logarithmic Dimming Controller

211/D-LN   0-10V Linear Dimming Controller

212/D  DMX Controller for Static White and Static Color Applications 

DimWheel  DMX Wall Controller for RGB and Tunable White Applications

180/D SPEC SHEET

210/D SPEC SHEET

211/D-LG SPEC SHEET

211/D-LN SPEC SHEET

212/D SPEC SHEET

DIM WHEEL SPEC SHEET

Click for more 
information

INSTALLATION IES FILES DRIVERS & CONTROLS

XOOTOO Static White

https://www.ledlinearusa.com/non-dim-30w
https://www.ledlinearusa.com/non-dim-60w
https://www.ledlinearusa.com/non-dim-96w
https://www.ledlinearusa.com/non-dim-installation
https://www.ledlinearusa.com/0-10-dim-30w
https://www.ledlinearusa.com/0-10-dim-60w
https://www.ledlinearusa.com/0-10-dim-96w
https://www.ledlinearusa.com/0-10-dim-installation
https://www.ledlinearusa.com/elv-triac-dim-installation
https://www.ledlinearusa.com/elv-triac-dim96w
https://www.ledlinearusa.com/elv-triac-dim-48w
https://www.ledlinearusa.com/pwm-dim-40w
https://www.ledlinearusa.com/pwm-dim-60w
https://www.ledlinearusa.com/pwm-dim-90w
https://www.ledlinearusa.com/pwm-dim-installation
https://www.ledlinearusa.com/lutron-dim-hi-lume
https://www.ledlinearusa.com/lutron-dim-hi-lume-premium
https://www.ledlinearusa.com/lutron-dim-installation
https://www.ledlinearusa.com/eldoled-controller-180d
https://www.ledlinearusa.com/eldoled-controller-210d
https://www.ledlinearusa.com/eldoled-controller-211d-lg
https://www.ledlinearusa.com/eldoled-controller-211d-ln
https://www.ledlinearusa.com/eldoled-controller-212d
https://www.ledlinearusa.com/eldoled-controller-dim-wheel
https://www.ledlinearusa.com/installation-xootoo
https://www.ledlinearusa.com/products/xootoo/downloadVariantIes/?tx_ledlinear_product%5Bvariant%5D=4248&cHash=c023c886b75d4295e6429668316dc03b
https://www.ledlinearusa.com/drivers-controllers
https://www.ledlinearusa.com/fileadmin/user_upload/spec-eldoled-100w.pdf
https://www.ledlinearusa.com/fileadmin/user_upload/Installation_-_EldoLED_100W_DMX-DALI.pdf
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+Red 24V
+White 24V

- Green W822
- Blue W 840

- Red
+W hite 24V

- Green
- Blue

- Green W 825
- Blue W 840

+Red 24V
+White 24V

DIRECTINDIRECT

Connection diagrams
IQ White HYDRA  IQ White ATON
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24 V, linear LED pendant luminaire in IP20 or IP40 with direct / 
indirect emission characteristics and a small cross section 
of only 0.08" x 0.12". Available in a silver or black aluminum 
profile with decorative diffuser or functional reflec or optics. 
Comes pre-equipped with pendant and mounting accesso-
ries. Free scalable luminaire lengths. Japanese LED of the 
highest quality. Outstanding color consistency and light qual-
ity at a lifetime of > 60,000 hrs (L80/B10 at Tunable White) 
resp. 30,000 hrs (L80 at RGB). Up to CRI 85. Engineered in 
Germany.

1	The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power can 
vary up to 10%.

2	The Tc-point should be measured in thermal equilibrium according to IEC EN 60598-1.
3	Sample values. 
! Note: –40% luminous flux at opal and –25% with diffuse cover.

4	When all single colors are at full power.

Voltage 24 Volt (23 Vmin, 25 Vmax)
Temperature2 Tcmin = -13°F / -25°C, Tcmax (Table below)

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 176°F / 80°C
Ambient temperature Tamin = -13°F / -25°C, Tamax = 104°F / 40°C

IQ White 
LifetimeL80/B10

> 60.000 h

RGB 
LifetimeL80

30.000 h

LM 79

LM 79 compliant

LM 80

LM 80 compliant

IQ White HYDRA IQ White ATON RGB

XOOTOO LD25 HD12 HD24 LD15 HD20

Power (W/ft / W/m)1 7.6 / 25 3.7 / 12 7.3 / 24 4.6 / 15 6.7 / 22
Efficacy (lm / W)1 110 78 81 41 46

max. length (ft / m) 9.8 / 3 13.12 / 4 13.12 / 4 13.12 / 4 13.12 / 4

CRI 85 85 85 – –

R9 25 25 25 – –
Temperature Tc-point (Tcmax)2 158°F / 70°C 158°F / 70°C 158°F / 70°C 158°F / 70°C 167°F / 75°C

IQ White

Protection against 
granular objects  
> 0.034" / 1 mm

Electrical & output data

Dimensions & available lengths

Length (L) ft / mm

LED tape Color temperature1 Color (λd) 1
lumen/feet (lm/ft)2 

lumen/meter (lm/m)2 @ 65° wide refelctor4

IQ White HYDRA LD25 W825 (2500 K) – W840 (4000 K)4 – 848 / 2780
lumen/feet (lm/ft)2 

lumen/meter (lm/m)2 @ clear cover4

IQ White ATON HD12
W822 (2200 K) – W840 (4000 K)4

– 287 / 940
IQ White ATON HD24 – 591 / 1940

RGB LD15 –
622 (R)/532 (G)/466 (B)4

187 / 612
RGB HD20 282 / 925

Fixture build to length (not field cutable):
Lmin: 10.24";	 Lmax: 13.16' (IQ W HYDRA: 9.88');	 in 2.46" increments (RGB LD: 4.92"; IQ W HYDRA: 9.84")
Lmin: 260 mm;	 Lmax: 4,010 mm (IQ W HYDRA: 3,010 mm);	 in 62.5 mm increments (RGB LD: 125 mm; IQ W HYDRA: 250 mm)

XOOTOO Tunable White/RGB

1.5"

1"



LED Linear™ GmbHLED Linear™ GmbH

downlight uplight

Opal low cover (direct)5

Clear cover (indirect)5

Clear cover (direct)5

Reflector tief 25°6

Reflector wide 65°6

5	DIN 5040:A40
6	DIN 5040:A60
7	DIN 5040:A30

·	For more details regarding changes, min and max data sheet values 
and production tolerances please see specification catalogue
2016/2017.

✓	Fixture comes pre-equipped with pendant and mounting accessories.

Opal high cover (direct)7

Order code

Recommended control

EldoLED LINEARdrive DC 180D

Downlight and uplight choice
HYDRA LDxx .................................................................... LDxx-8xx8

HYDRA HDxx ..................................................................  HDxx-8xx8

IQ White HYDRA LD25 ..................................................  IQW-LD25
IQ White ATON HD12 ...................................................... IQW-HD12
IQ White ATON HD24 .................................................... IQW-HD24
RGB LD15 ........................................................................... RGB-LD15
RGB HD20 .......................................................................  RGB-HD20 
Optic for downlight4

25° deep reflector (LD)6 ...........................................................  25
65° wide reflector (LD)6 ........................................................... 65
Clear low cover (LD/HD)5 .........................................................  CL
Opal low cover* (HD)5 ............................................................... OL
Opal high cover* (HD)7 ............................................................  OH
Length
Lmin: 10.24" (260 mm); 
Lmax: 13.16' (4,010 mm); IQ W HYDRA: 9.88' (3,010 mm); 
in 2.46" (62.5 mm) increments; RGB LD: 4.92" (125 mm); 
IQ W HYDRA: 9.84" (250 mm)
Profile color
Silver ................................................................................................  S
Black .................................................................................................  B
Ingress protection
IP20 (for 25°/65° refectors) ...............................................  IP20
IP40 (for covers) ....................................................................  IP40

Order code example XOOTOO IQW-LD25- RGB-HD20/ 1255 IP20

Your order code XOOTOO ___-____- ___-____/ ____ IP__

25/ S

__/ _

4	Please note that optics and LED tapes need to be combined cor-
rectly. The right LED tape type is bracketed behind the optic de-
scriptions.

8	Details for the HYDRA White tapes configurations are shown speci-
fication catalogue 2016/2017 (VarioLED™ Flex HYDRA LD)/58 (Vario
LED™ Flex HYDRA HD).

Please choose your accessories

Recommended driver

MEAN WELL HLG-100H-24A

*	Dot free

For further driver options including click here.

http://www.ledlinearusa.com/index.php?id=70&tx_ledlinear_product%5Bcontroller%5D=Product&cHash=9d0724bb85d3c714bee8159651f5cff6
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 Drivers

Item Specifications Downloads

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• No Minimum Load Requirement 
• 24V Constant Voltage Output, Class 2 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

Non-Dimmable
Drivers

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• 0-10V Dimmable - Flicker Free Down to 1%
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• 24V Constant Voltage Output, Class 2, Class P 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

0-10V Dimmable
Drivers

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL 8750 Listed Class 2 Enclosure
• 24V constant voltage output 
•  Compact size yet high efficiency and performance in dry and damp environments (IP67)
• Multiple Inputs: 120V or 277V
•  Fully dimmable: ELV Dimmers - Reverse or Adaptive Phase Control, Trailing Edge 
•  Available in two wattages 48W and 96W 
•  Multiple Circuits are available up to 4 units (up to 384W)

48 W SPEC SHEET

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

ELV/Triac Dimmable
Drivers

•  Universal AC input / Full range (up to 305VAC)
•  Constant voltage PWM style output
•  Built-in 3 in 1 dimming function (0~10Vdc or PWM signal or resistance)
•  Dimming range : 0~100% 
•  Class 2 power unit
•  Suitable for dry / damp / wet locations
•  UL Recognized component, 5 years warranty

40 W SPEC SHEET

60 W SPEC SHEET

PWM Dimmable
Drivers

90 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL Listed Enclosure
• Dimming Range: 100% to 1% and 0.1% (Premiere)
•  LED lighting turns on to any dimmed level without flashing to full brightness
• Operating Voltage: 120V~ to 277V~ at 50/60 Hz
•  Rated lifetime of 50,000 hours at 40°C (104°F) ambient temperature and maximum loading
•  For rated warranty, ambient temperature not to exceed 40°C (104°F) 
• Open-circuit protected output

HI-LUME SPEC SHEET

HI-LUME PREMIERE SPEC SHEET

Dimmable
Drivers

INSTALLATION INSTRUCTIONS

• Available in linear or rectangular format 
• 100W, DMX/DALI interface
• 4 control channels
• 24V constant voltage, 4 x 24V outputs
• Metal or plastic case options

100 W SPEC SHEET

INSTALLATION INSTRUCTIONS

DALI/DMX Dimmable 
Drivers

 Controllers

Item Specifications Downloads

Controllers

180/D   DMX Controller for RGB and Tunable White Applications 

210/D   Dali Contoller for Static White, RGB and Tunable White Aplications  

211/D-LG   0-10V Logarithmic Dimming Controller

211/D-LN   0-10V Linear Dimming Controller

212/D   DMX Controller for Static White and Static Color Applications 

DimWheel  DMX Wall Controller for RGB and Tunable White Applications

180/D SPEC SHEET

210/D SPEC SHEET

211/D-LG SPEC SHEET

211/D-LN SPEC SHEET

212/D SPEC SHEET

DIM WHEEL SPEC SHEET

Click for more 
information

INSTALLATION IES FILES DRIVERS & CONTROLS

XOOTOO Tunable White/RGB

https://www.ledlinearusa.com/non-dim-30w
https://www.ledlinearusa.com/non-dim-60w
https://www.ledlinearusa.com/non-dim-96w
https://www.ledlinearusa.com/non-dim-installation
https://www.ledlinearusa.com/0-10-dim-30w
https://www.ledlinearusa.com/0-10-dim-60w
https://www.ledlinearusa.com/0-10-dim-96w
https://www.ledlinearusa.com/0-10-dim-installation
https://www.ledlinearusa.com/elv-triac-dim-installation
https://www.ledlinearusa.com/elv-triac-dim96w
https://www.ledlinearusa.com/elv-triac-dim-48w
https://www.ledlinearusa.com/pwm-dim-40w
https://www.ledlinearusa.com/pwm-dim-60w
https://www.ledlinearusa.com/pwm-dim-90w
https://www.ledlinearusa.com/pwm-dim-installation
https://www.ledlinearusa.com/lutron-dim-hi-lume
https://www.ledlinearusa.com/lutron-dim-hi-lume-premium
https://www.ledlinearusa.com/lutron-dim-installation
https://www.ledlinearusa.com/eldoled-controller-180d
https://www.ledlinearusa.com/eldoled-controller-210d
https://www.ledlinearusa.com/eldoled-controller-211d-lg
https://www.ledlinearusa.com/eldoled-controller-211d-ln
https://www.ledlinearusa.com/eldoled-controller-212d
https://www.ledlinearusa.com/eldoled-controller-dim-wheel
https://www.ledlinearusa.com/installation-xootoo
https://www.ledlinearusa.com/products/xootoo/downloadVariantIes/?tx_ledlinear_product%5Bvariant%5D=4249&cHash=7dedf5532ecdc757905fd9627aad8929
https://www.ledlinearusa.com/drivers-controllers
https://www.ledlinearusa.com/fileadmin/user_upload/spec-eldoled-100w.pdf
https://www.ledlinearusa.com/fileadmin/user_upload/Installation_-_EldoLED_100W_DMX-DALI.pdf
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