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Project name

Fixture type Phase 

Specifier Date 

Linear weight:
0.5 lbs/ft (without optic)

Cable Feed: End (E)
Max 4.7 W/ft

WallMount Round - Assembled Fixture

ETL Listed

A Lumen values represent bare LED tape. Refer to page 2 to calculate delivered fixture lumens by using the light efficiency percentages.
B The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and 
electrical power can vary up to 10%.

This fixture is a slim but extremely versatile display 
solution. With its ultra-compact size and its complete 
freedom of lighting direction, you will find many 
ways to install it with its wide variety of accessories.

Features
• Ultra-compact size with a diameter of only 

5/8 in. (16mm).
• Brackets allow adjusting lighting direction.
• Made of ALCOA 6063-T5 aluminum alloy increasing 

heat dissipation.
• Only available in North America.
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Order Code
Family LED Tape1 CRI CCT Finish Optic Cable / Connector4 Cable 

Position Mounting2 Fixture 
length (mm) Ingress

VarioLED 4500 _ _ _ _ _ W8 _ _ _ _ _ _ _ _ _ _ _ _ _ _ IP20
Wall Round Luminaris HD5–1.6 w/ft, 195 lm/ft W8  85CRI 27 2700K S Silver  CL Clear  FM Female & Male (4") E End SMC  Surface Mount Clip Refer to

length
chart on 
page 4

IP20

Luminaris HD10–2.6 w/ft, 310 lm/ft 30 3000K B Black  SO Semi-Opal  MS Male one side only (4") UB  U-Bracket

Luminaris HD15–4.7 w/ft, 535 lm/ft 35 3500K C Custom3  OP Opal  OB Open Cable both sides (6') PB  P-Bracket

40 4000K  OS Open Cable one side only (6') VK  Vertical Arm Kit

HK  Horizontal Arm Kit

VI  Vertical Insert Kit

HI   Horizontal Insert Kit

SK  Suspension Kit

CK5  Canopy Kit

1 Delivered Lumens @3000K with Clear Optic.      2 See Components spec sheet for details.      3 Provide RAL code for custom finish.      4 2 x 22 AWG wires are supplied. See page 4 for more connectors.
5 Order with Suspension Kit for live electrical feeds.

LED Tape Specifications

2700 3000 3500 4000 Kelvin
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HD5 HD10 HD15

CCT Lumen/ftA W/ftB Lumen/ftA W/ftB Lumen/ftA W/ftB
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W827 2,700 K 198 1.6 314 2.6 543 4.7

W830 3,000 K 201 1.6 320 2.6 552 4.7

W835  3,500 K 204 1.6 323 2.6 560 4.7

W840 4,000 K 210 1.6  335 2.6 597 4.67  

HD5 HD10 HD15

Power (W/ft)B 1.6 2.6 4.7
Max interconnected 
length (ft/m) 46 / 14 23 / 7 13.7 / 4.2

Effi cacy (lm / W)B @ 3000K 128 123 117

CRI @ 3000 K 83 83 83

Reel length (ft / m) 45.9 / 14 23.9 / 7 13.8 / 4.2

Watt / Reel (W)A 72 60 65

Color vector graphic Color distorsion graphic

Reference illuminant Test source

HD – High Density / 12 mm LED pitch

70 mm Wxxx/
359

L80/B10
> 60,000 h

Static White

Custom
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Mounting Dimensions

Technical Details

[ mm ]
in

CLEAR

  96.5% light transmittance

120̊

Visible dotting  
CCT decrease 65 K

This basic lens protects 
your tape and maximizes 
light output.

120̊ 120̊

SEMI-OPAL OPAL

  85% light transmittance   50% light transmittance

Slight visible dotting 
CCT decrease 130 K

This lens reduces glare and 
and softens light cut-off 
while maintaining high 
brightness.

Slight visible dotting  
CCT decrease 215 K

This lens allows a 
homogenous line of light.
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PB
P-Bracket

UB
U-Bracket

SMC
Surface Mount Clip
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3 MM X.5 X 3 LG
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FLAT HEAD
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,315

Mounting Dimensions [ mm ]
in

HI  Horizontal Insert Kit

HK  Horizontal Arm Kit

VI  Vertical Insert Kit

VK  Vertical Arm Kit
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 LENGTH CHART

 LENGTH CHART - 4500

Fixture length
HD5 HD10 HD15

1.6 Watts / Ft 2.6 Watts / Ft 4.7 Watts / Ft
inches mm Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K Watts / fixture Lumens / fixture @3000K

3.5 90 0.5 58 0.8 92 1.4 158

6.3 160 0.8 102 1.4 163 2.5 281

9.1 230 1.2 147 2.0 234 3.5 404

11.8 300 1.6 192 2.6 305 4.6 526

14.6 370 1.9 237 3.2 376 5.7 649

17.3 440 2.3 281 3.8 447 6.8 772

20.1 510 2.7 326 4.3 519 7.9 895

22.8 580 3.0 371 4.9 590 8.9 1018

25.6 650 3.4 416 5.5 661 10.0 1141

28.3 720 3.8 461 6.1 732 11.1 1263

31.1 790 4.1 505 6.7 803 12.2 1386

33.9 860 4.5 550 7.3 874 13.3 1509

36.6 930 4.9 595 7.9 946 14.3 1632

39.4 1000 5.2 640 8.5 1017 15.4 1755

42.1 1070 5.6 684 9.1 1088 16.5 1878

44.9 1140 6.0 729 9.7 1159 17.6 2000

47.6 1210 6.4 774 10.3 1230 18.7 2123

50.4 1280 6.7 819 10.9 1302 19.7 2246

53.1 1350 7.1 863 11.5 1373 20.8 2369

55.9 1420 7.5 908 12.1 1444 21.9 2492

58.7 1490 7.8 953 12.7 1515 23.0 2615

61.4 1560 8.2 998 13.3 1586 24.0 2737

64.2 1630 8.6 1043 13.9 1657 25.1 2860

66.9 1700 8.9 1087 14.5 1729 26.2 2983

69.7 1770 9.3 1132 15.1 1800 27.3 3106

72.4 1840 9.7 1177 15.7 1871 28.4 3229

75.2 1910 10.0 1222 16.3 1942 29.4 3352

78.0 1980 10.4 1266 16.9 2013 30.5 3475

 Connectors
Item Description Model Dimensions Order Code

Mini Female Connector IP20
for Static White 

Use to connect the driver to the beginning of the LED 
tape run or to the next LED tape section. Female mini 
connector on one side and open end cable on the 
other side. 

Static White 2 x 22 Awg, 6.5 ft 15000147

Mini Extension IP20
for Static White 

Use to extend the distance between connection 
points. Female mini connector on one side and 
male mini connector on the other side. 

Static White
Static White

2 x 22 Awg, 3.2 ft
2 x 22 Awg, 6.5 ft

15000148
15000149
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Compatible Drivers

PRODUCT PRODUCT Product Product
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 Drivers
Item Specifications Downloads

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• No Minimum Load Requirement 
• 24V Constant Voltage Output, Class 2 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

Non-Dimmable
Drivers 96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• 0-10V Dimmable - Flicker Free Down to 1%
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• 24V Constant Voltage Output, Class 2, Class P 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

0-10V Dimmable
Drivers 96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL 8750 Listed Class 2 Enclosure
• 24V constant voltage output 
•  Compact size yet high efficiency and performance in dry and damp environments (IP67)
• Multiple Inputs: 120V or 277V
•  Fully dimmable: ELV Dimmers - Reverse or Adaptive Phase Control, Trailing Edge 
•  Available in two wattages 48W and 96W 
•  Multiple Circuits are available up to 4 units (up to 384W)

48 W SPEC SHEET

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

ELV/Triac Dimmable
Drivers

•  Universal AC input / Full range (up to 305VAC)
•  Constant voltage PWM style output
•  Built-in 3 in 1 dimming function (0~10Vdc or PWM signal or resistance)
•  Dimming range : 0~100% 
•  Class 2 power unit
•  Suitable for dry / damp / wet locations
•  UL Recognized component, 5 years warranty

40 W SPEC SHEET

60 W SPEC SHEET

PWM Dimmable
Drivers 90 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL Listed Enclosure
• Dimming Range: 100% to 1% and 0.1% (Premiere)
•  LED lighting turns on to any dimmed level without flashing to full brightness
• Operating Voltage: 120V~ to 277V~ at 50/60 Hz
•  Rated lifetime of 50,000 hours at 40°C (104°F) ambient temperature and maximum loading
•  For rated warranty, ambient temperature not to exceed 40°C (104°F) 
• Open-circuit protected output

HI-LUME SPEC SHEET

HI-LUME PREMIERE SPEC SHEET

INSTALLATION INSTRUCTIONS

Dimmable
Drivers

• Available in linear or rectangular format 
• 100W, DMX/DALI interface for Static White, Tunable White and RGB/W Applications
• 4 control channels
• 24V constant voltage, 4 x 24V outputs
• Metal or plastic case options

100 W SPEC SHEET

INSTALLATION INSTRUCTIONS

DALI/DMX Dimmable 
Drivers

 Controllers
Item Specifications Downloads

Controllers

180/D   DMX Controller for RGB/W and Tunable White Applications 

210/D   Dali Contoller for Static White Applications  

211/D-LG   0-10V Logarithmic Dimming Controller

211/D-LN   0-10V Linear Dimming Controller

212/D   DMX Controller for Static White and Static Color Applications 
DimWheel  DMX Wall Controller for RGB/W and Tunable White Applications

180/D SPEC SHEET

210/D SPEC SHEET

211/D-LG SPEC SHEET

211/D-LN SPEC SHEET

212/D SPEC SHEET

DIM WHEEL SPEC SHEET

Click for more 
information

DRIVERS & CONTROLS

PRODUCT BROCHURE

LED LINEAR TECHNOLOGY

INSTALLATION

QUICK SHIPPING

IES FILES

REVIT FILES

PROFILES & OPTICS

VOLTAGE DROP CALCULATOR

Cables and Connectors

Click for more information VOLTAGE DROP CALCULATOR INSTALLATION LED LINEAR TECHNOLOGY

https://www.ledlinearusa.com/fileadmin/ledlinearusa/downloads/installations-profiles-optics/installation-c4500.pdf
https://www.ledlinearusa.com/led-technology
https://www.ledlinearusa.com/voltage-drop-chart
https://www.ledlinearusa.com/non-dim-30w
https://www.ledlinearusa.com/non-dim-60w
https://www.ledlinearusa.com/non-dim-96w
https://www.ledlinearusa.com/non-dim-installation
https://www.ledlinearusa.com/0-10-dim-30w
https://www.ledlinearusa.com/0-10-dim-60w
https://www.ledlinearusa.com/0-10-dim-96w
https://www.ledlinearusa.com/0-10-dim-installation
https://www.ledlinearusa.com/elv-triac-dim-installation
https://www.ledlinearusa.com/elv-triac-dim96w
https://www.ledlinearusa.com/elv-triac-dim-48w
https://www.ledlinearusa.com/pwm-dim-40w
https://www.ledlinearusa.com/pwm-dim-60w
https://www.ledlinearusa.com/pwm-dim-90w
https://www.ledlinearusa.com/pwm-dim-installation
https://www.ledlinearusa.com/lutron-dim-hi-lume
https://www.ledlinearusa.com/lutron-dim-hi-lume-premium
https://www.ledlinearusa.com/lutron-dim-installation
https://www.ledlinearusa.com/eldoled-controller-180d
https://www.ledlinearusa.com/eldoled-controller-210d
https://www.ledlinearusa.com/eldoled-controller-211d-lg
https://www.ledlinearusa.com/eldoled-controller-211d-ln
https://www.ledlinearusa.com/eldoled-controller-212d
https://www.ledlinearusa.com/eldoled-controller-dim-wheel
https://www.ledlinearusa.com/fileadmin/user_upload/spec-eldoled-100w.pdf
https://www.ledlinearusa.com/fileadmin/user_upload/Installation_-_EldoLED_100W_DMX-DALI.pdf

	Project name: 
	Fixture type: 
	Specifier: 
	Phase: 
	Date: 
	LED Linear™ Technology: 
	Voltage Drop Calculator: 
	30 W SPEC SHEET "Non dimmable drivers": 
	60 W SPEC SHEET "Non dimmable drivers": 
	96 W SPEC SHEET "Non dimmable drivers": 
	Installation instructions "Non dimmable drivers": 
	30 W SPEC SHEET "0-10V dimmable drivers": 
	60 W SPEC SHEET "0-10V dimmable drivers": 
	96 W SPEC SHEET "0-10V dimmable drivers": 
	Installation instructions "0-10V dimmable drivers": 
	Installation instructions "ELV/Triac dimmable drivers": 
	96 W SPEC SHEET "ELV/Triac dimmable drivers": 
	48 W SPEC SHEET "ELV/Triac dimmable drivers": 
	40 W SPEC SHEET "PWM dimmable drivers": 
	60 W SPEC SHEET "PWM dimmable drivers": 
	90 W SPEC SHEET "PWM dimmable drivers": 
	Installation instructions "PWM dimmable drivers": 
	HI-LUME SPEC SHEET "Lutron dimmable drivers": 
	HI-LUME PREMIERE SPEC SHEET "Lutron dimmable drivers": 
	Installation instructions "Lutron dimmable drivers": 
	180/D SPEC SHEET "eldoLED Controllers": 
	210/D SPEC SHEET "eldoLED Controllers": 
	211/D-LG SPEC SHEET "eldoLED Controllers": 
	211/D-LN SPEC SHEET "eldoLED Controllers": 
	212/D SPEC SHEET "eldoLED Controllers": 
	DIM WHEEL SPEC SHEET "eldoLED Controllers": 
	Installation - 4500: 
	100W SPEC SHEET "DALI/DMX dimmable drivers": 
	Installation instructions "DALI/DMX dimmable drivers": 


