
LED Linear™ GmbH

Project name

Fixture type

Specifier

Phase

Date

LED Linear™ GmbH Safety and assembly information please see specification catalogue 2018/2019.

Extruded and anodized aluminum housing

Tc

Tc-point (Case temp.) on the rear side of the module

Length (L) ft / mm

XOOLUM IP67

1.22" / 31 mm
1.42" / 36 mm

Lighting head, 45° adjusted

1" / 25.4 mm 1" / 25.4 mm

Temporary immersion 
protection

IK10 Impact resistant

Saltwater resistant

Resistant to solvents

UV protected

Lifetime

L80/B10
> 60.000 h

LM 79 compliant

LM 79

LM 80 compliant

LM 80

Voltage 24 Volt (23 Vmin, 25 Vmax)
Temperature2 Tcmin = -13°F / -25°C, Tcmax (Table below) 

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 185°F / 85°C

Ambient temperature Tamin = -13°F / -25°C, Tamax (Table below)

CRI up to 95
R9 up to 65

XOOLUM™ HYDRA HD6 HD10 HD15 HD25

Power (W/ft / W/m)1 1.8 / 6 3.1 / 10 4.6 / 15 7.6 / 25
Efficacy (lm / W)1 @ W850 52 51 55 53

max. length (ft / m) 13.1 / 4 13.1 / 4 13.1 / 4 9.8 / 3

Temperature Tc-point (Tcmax)2 140°F / 60°C 140°F / 60°C 140°F / 60°C 149°F / 65°C
Ambient temperature (Tcmax) 104°F / 40°C 104°F / 40°C 104°F / 40°C 95°F / 35°C

24 V, modular, light intensive linear LED luminaire in IP67 
with adjustable luminaire head (45°) and 3 clear encap-
sulated reflector optics. Available in silver or black profile 
color as surface-mounted version. 2.56' black cable with 
open end on one side. High quality and homogeneous il-
lumination. Japanese LED. CRI up to 95. Binning 3 Mac-
Adam. Lifetime of > 60,000 hrs (L80/B10). Installation 
friendly, attachable and durable luminaire housing with a 
small cross section made from extruded and anodized 
aluminum with screwed Al-end caps. Engineered in Ger-
many.

1	The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power 
can vary up to 10%.

2	The Tc-point should be measured in thermal equilibrium according to IEC EN 60598-1.
3	In case of IP67 products, tolerances in the color temperature can occur. For further explantation, please see specification catalogue 2016/2017.

Electrical & output data

Dimensions & available lengths

Color temperature  
LED tape used3

Color temperature 
delivered finished 
fixture

HD6 HD10 HD15 HD25

low output high output 
lumen/feet (lm/ft)1 lumen/meter (lm/m)1

W820 2000 K 2400 K 54 / 180 90 / 300 145 / 480 234 / 770

W822 2200 K 2700 K 60 / 200 103 / 340 164 / 540 267 / 880

W825 2500 K 3000 K 69 / 230 118 / 390 188 / 620 307 / 1010

W827 W927 2700 K 3500 K 3400 K 63 / 210 106 / 350 200 / 660 325 / 1070

W830 W930 3000 K 3900 K 3800 K 63 / 210 106 / 350 212 / 700 346 / 1140

W835 W935 3500 K 4600 K 4400 K 66 / 220 109 / 360 222 / 730 362 / 1190

W840 W940 4000 K 5500 K 5600 K 66 / 220 112 / 370 228 / 750 371 / 1220
W850 5000 K 7200 K 93 / 310 154 / 510 249 / 820 404 / 1330

Fixture build to length (not field cutable):
Lmin: 7.8";	 Lmax: 13.16' (HD25: 9.88');	 in 2.46" increments
Lmin: 198 mm;	 Lmax: 4,010 mm (HD25: 3,010 mm);	 in 62.5 mm increments  

Static White



LED Linear™ GmbHLED Linear™ GmbHSafety and assembly information please see specification catalogue 2018/2019.

LED tape
HYDRA HD6 ................................................................................ HD6
HYDRA HD10 .............................................................................  HD10
HYDRA HD15 .............................................................................. HD15
HYDRA HD25 ............................................................................ HD25
Color rendering
> 80 ...................................................................................................  8
> 90 (only HD6, HD10) ..................................................................  9
Color temperature 	 Color temperature
delivered finished fixture 	 LED tape used
	 ............................................... 	 ........................... 20
	 ............................................... 	 ...........................  22
	 ............................................... 	 ............................ 25
	 ................................. 	 ...........................  27
	 ................................. 	 ........................... 30
	 ................................. 	 ...........................  35
	 ................................. 	 ........................... 40
	 ............................................... 	 ........................... 50
Length
Lmin: 7.8" (198 mm); 
Lmax: 13.16' (4,010 mm); HD25: 9.88' (3,010 mm); 
in 2.46" (62.5 mm) increments
Profile color
Silver ................................................................................................  S
Black .................................................................................................  B
Options
Non adjustable ...........................................................................  NA
Adjustable ......................................................................................  A
Cable feed4

Back side, 6.56' / 2 m 
(through mounting channel) .................................................. BS
Front side, 6.56' / 2 m 
(through end caps) ....................................................................  FS
Ingress protection
IP67 .............................................................................................  IP67

Order code

Order code example XOOLUM HYD HD25 2010 IP67

Your order code XOOLUM HYD HD__ ____ IP67

27 S BSAW8

__ _ ____W_

2400 K
2700 K
3000 K
3500 K 3400 K
3900 K 3800 K
4600 K 4400 K
5500 K 5600 K
7200 K

4	Cable feed

BS FS

  	DIN 5040:A50

opal encapsulation

2000 K
2200 K
2500 K
2700 K
3000 K
3500 K
4000 K
5000 K

✓	Fixture comes with 6.56' / 2 m open end cable.

Mounting

✓ no further accessories required, fixture base profile = mounting channel

For max. cable length between driver and fixture please visit www.led-linear.com/cable-length

Recommended driver

MEAN WELL HLG-100H-24A

Recommended control

EldoLED LINEARdrive DC 180D

Mounting (optional) Art.-#

XOOLUM™ 007 Swivel-Angle Set +/- 45° 13000081

VarioPendant 007 Slide Silver 13000157

VarioPendant 007 Slide black 13000158

! Note: Number of mounting accessories depending on the profile length.

Please choose your accessories

Length of profiles (ft / mm) Number of mounting accessories

0.25 – 4 / 0 – 1,000 2

4 – 7 / 1,001 – 2,000 3

7 – 10 / 2,001 – 3,000 4

10 – 13 / 3,001 – 4,000 5

http://www.led-linear.de/en/products/product-finder/product-configurator/kategorie/xoolumtm-ip67-ohne-reflektor-anbau/tape/hydra-hd6/ip/ip67/produkt/xoolumtm-hydra-hd6-ip67.html
http://www.ledlinearusa.com/index.php?id=70&tx_ledlinear_product%5Bcontroller%5D=Product&cHash=9d0724bb85d3c714bee8159651f5cff6
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LED Linear™ GmbH Safety and assembly information please see specification catalogue 2018/2019.

XOOLUM IP67

Extruded and anodized aluminum housing

Tc

Lighting head, 45° adjustedTc-point (Case temp.) on the rear side of the module

Length (L) ft / mm

Temporary immersion 
protection

IK10 Impact resistant

Saltwater resistant

Resistant to solvents

UV protected

LM 79 compliant

LM 79

LM 80 compliant

LM 80

IQ White
LifetimeL80/B10

> 60.000 h

Color/RGB
LifetimeL80

30.000 h

Voltage 24 Volt (23 Vmin, 25 Vmax)
Temperature2 Tcmin = -13°F / -25°C, Tcmax = 158°F / 70°C

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 185°F / 85°C
Ambient temperature Tamin = -13°F / -25°C, Tamax = 104°F / 40°C

24 V, modular, light intensive linear LED luminaire in IP67 
with adjustable luminaire head (45°) and a homogeneous 
light emission surface due to an opal encapsulation. Avail-
able in silver or black profile color as surface-mounted 
version. 2.56' black cable with open end on one side. High 
quality and homogeneous illumination. Japanese LED. CRI 
up to 85. Lifetime of > 60,000 hrs (L80/B10 at Tunable White) 
resp. 30,000 hrs (L80 at RGB and Color). Installation friend-
ly, attachable and durable luminaire housing with a small 
cross section made from extruded and anodized aluminum 
with screwed Al-end caps. Engineered in Germany.

1	The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power 
can vary up to 10%.

2	The Tc-point should be measured in thermal equilibrium according to IEC EN 60598-1.
3	In case of IP67 products, tolerances in the color temperature can occur. For further explantation, please see specification catalogue 2016/2017.
4	When all single colors are at full power.

IQ White
Electrical & output data

Dimensions & available lengths

XOOLUM™

IQ White ATON RGB ATON Color ECO HD8

HD12 HD24 HD20 Red Yellow Blue Green

Power (W/ft / W/m)1 3.7 / 12 7.3 / 24 6.7/ 22 2.4 / 8 2.4 / 8 2.4 / 8 2.4 / 8
Efficacy (lm / W)1 86 89 19 8 15 10 39

max. length (ft / m) 13.1 / 4 13.1 / 4 13.1 / 4 13.1 / 4 13.1 / 4 13.1 / 4 13.1 / 4

CRI 85 85 – – –

R9 20 20 – – –

LED tape Color temperature3 Color (λd)
lumen/feet (lm/ft)2 

lumen/meter (lm/m)2 @ clear cover1

IQ White ATON HD12 W822 (2600 K) – 
W840 (4900 K)

– 1164 / 3804

IQ White ATON HD24 – 2414 / 7904

RGB HD20 – 622 (R)/532 (G)/466 (B) 1154 / 3764

ATON Color Red – 625 nm 20 / 64
ATON Color Yellow – 595 nm 12 / 39

ECO HD8 Blue – 468 nm 24 / 78
ECO HD8 Green – 526 nm 94 / 309

1.22" / 31 mm
1.42" / 36 mm

1" / 25.4 mm 1" / 25.4 mm

Fixture build to length (not field cutable):
Lmin: 7.8" (ATON Color: 5.31");	 Lmax: 13.16';	 in 2.46" increments  (ATON Color:4.92")
Lmin: 198 mm (ATON Color: 135 mm);	 Lmax: 4,010 mm;	 in 62.5 mm increments (ATON Color: 125 mm)  

Tunable White/Color/RGB



LED Linear™ GmbHLED Linear™ GmbHSafety and assembly information please see specification catalogue 2018/2019.

LED tape
IQ White ATON HD12 .........................................  IQ W ATON HD12
IQ White ATON HD24 .......................................  IQ W ATON HD24
RGB HD20 .......................................................................  RGB HD20
ATON Color Red ...................................................... ATON Color R
ATON Color Yellow ................................................ ATON Color Y
ECO HD8 Blue ...............................................................  ECO HD8 B
ECO HD8 Green ............................................................  ECO HD8 G
Length
Lmin: 7.8" (198 mm); ATON Color: 5.31" (135 mm); 
Lmax: 13.16' (4,010 mm); 
in 2.46" (62.5 mm) increments; ATON Color:  4.92" (125 mm)
Profile color
Silver ................................................................................................  S
Black .................................................................................................  B
Options
Non adjustable ...........................................................................  NA
Adjustable ......................................................................................  A
Cable feed 5

Back side, 6.56' / 2 m
(through mounting channel) .................................................. BS
Front side, 6.56' / 2 m 
(through end caps) ....................................................................  FS
Ingress protection
IP67 .............................................................................................  IP67

5	Cable feed

BS FS

  	DIN 5040:A50

opal encapsulation

Order code

Order code example XOOLUM ATON Color R 1010 IP67

Your order code XOOLUM ___________ ____ IP67

S BSA

_ ___ _

✓	Fixture comes with 6.56' / 2 m open end cable.

Mounting

✓ no further accessories required, fixture base profile = mounting channel

For max. cable length between driver and fixture please visit www.led-linear.com/cable-length

Recommended driver

MEAN WELL HLG-100H-24A

Recommended control

EldoLED LINEARdrive DC 180D

Mounting (optional) Art.-#

XOOLUM™ 007 Swivel-Angle Set +/- 45° 13000081

VarioPendant 007 Slide Silver 13000157

VarioPendant 007 Slide black 13000158

! Note: Number of mounting accessories depending on the profile length.

Please choose your accessories

Length of profiles (ft / mm) Number of mounting accessories

0.25 – 4 / 0 – 1,000 2

4 – 7 / 1,001 – 2,000 3

7 – 10 / 2,001 – 3,000 4

10 – 13 / 3,001 – 4,000 5

http://www.led-linear.de/en/products/product-finder/product-configurator/kategorie/xoolumtm-iq-whitecolorrgb-ip67-mit-opalem-verguss/tape/iq-w-aton-hd12/ip/ip67/lightcolor/iq-white/produkt/xoolumtm-iq-white-aton-hd12-ip67.html
http://www.led-linear.de/en/products/product-finder/product-configurator/kategorie/xoolumtm-iq-whitecolorrgb-ip67-mit-opalem-verguss/tape/rgb-hd20/ip/ip67/lightcolor/rgb/produkt/xoolumtm-rgb-hd20-ip67.html
http://www.led-linear.de/en/products/product-finder/product-configurator/kategorie/xoolumtm-iq-whitecolorrgb-ip67-mit-opalem-verguss/tape/aton-color-r/ip/ip67/lightcolor/color-r-y-g-b/produkt/xoolumtm-aton-color-ip67.html?tx_led_pi12%5Bcolor%5D=1&cHash=624d5c27d432e9e76b6698167a80a84a
http://www.ledlinearusa.com/index.php?id=70&tx_ledlinear_product%5Bcontroller%5D=Product&cHash=9d0724bb85d3c714bee8159651f5cff6
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 Drivers

Item Specifications Downloads

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• No Minimum Load Requirement 
• 24V Constant Voltage Output, Class 2 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

Non-Dimmable
Drivers

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

•  UL 8750 Listed Enclosure – With Built-In Junction Boxes 
• 0-10V Dimmable - Flicker Free Down to 1%
• Universal Input Voltage 120V - 277V 
• IP65 – For Both Indoor and Outdoor Use 
• 24V Constant Voltage Output, Class 2, Class P 
• Available in three wattages 30W, 60W and 96W
• Max. Dimensions: 12-1/8” x 2-3/8” x 1-3/8”

30 W SPEC SHEET

60 W SPEC SHEET

0-10V Dimmable
Drivers

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL 8750 Listed Class 2 Enclosure
• 24V constant voltage output 
•  Compact size yet high efficiency and performance in dry and damp environments (IP67)
• Multiple Inputs: 120V or 277V
•  Fully dimmable: ELV Dimmers - Reverse or Adaptive Phase Control, Trailing Edge 
•  Available in two wattages 48W and 96W 
•  Multiple Circuits are available up to 4 units (up to 384W)

48 W SPEC SHEET

96 W SPEC SHEET

INSTALLATION INSTRUCTIONS

ELV/Triac Dimmable
Drivers

•  Universal AC input / Full range (up to 305VAC)
•  Constant voltage PWM style output
•  Built-in 3 in 1 dimming function (0~10Vdc or PWM signal or resistance)
•  Dimming range : 0~100% 
•  Class 2 power unit
•  Suitable for dry / damp / wet locations
•  UL Recognized component, 5 years warranty

40 W SPEC SHEET

60 W SPEC SHEET

PWM Dimmable
Drivers

90 W SPEC SHEET

INSTALLATION INSTRUCTIONS

• UL Listed Enclosure
• Dimming Range: 100% to 1% and 0.1% (Premiere)
•  LED lighting turns on to any dimmed level without flashing to full brightness
• Operating Voltage: 120V~ to 277V~ at 50/60 Hz
•  Rated lifetime of 50,000 hours at 40°C (104°F) ambient temperature and maximum loading
•  For rated warranty, ambient temperature not to exceed 40°C (104°F) 
• Open-circuit protected output

HI-LUME SPEC SHEET

HI-LUME PREMIERE SPEC SHEET

Dimmable
Drivers

INSTALLATION INSTRUCTIONS

• Available in linear or rectangular format 
• 100W, DMX/DALI interface
• 4 control channels
• 24V constant voltage, 4 x 24V outputs
• Metal or plastic case options

100 W SPEC SHEET

INSTALLATION INSTRUCTIONS

DALI/DMX Dimmable 
Drivers

 Controllers

Item Specifications Downloads

Controllers

180/D  DMX Controller for RGB and Tunable White Applications 

210/D  Dali Contoller for Static White, RGB and Tunable White Aplications  

211/D-LG   0-10V Logarithmic Dimming Controller

211/D-LN   0-10V Linear Dimming Controller

212/D  DMX Controller for Static White and Static Color Applications 

DimWheel  DMX Wall Controller for RGB and Tunable White Applications

180/D SPEC SHEET

210/D SPEC SHEET

211/D-LG SPEC SHEET

211/D-LN SPEC SHEET

212/D SPEC SHEET

DIM WHEEL SPEC SHEET

Click for more 
information

PRODUCT BROCHURE INSTALLATION IES FILES DRIVERS & CONTROLS

XOOLUM IP67

https://www.ledlinearusa.com/non-dim-30w
https://www.ledlinearusa.com/non-dim-60w
https://www.ledlinearusa.com/non-dim-96w
https://www.ledlinearusa.com/non-dim-installation
https://www.ledlinearusa.com/0-10-dim-30w
https://www.ledlinearusa.com/0-10-dim-60w
https://www.ledlinearusa.com/0-10-dim-96w
https://www.ledlinearusa.com/0-10-dim-installation
https://www.ledlinearusa.com/elv-triac-dim-installation
https://www.ledlinearusa.com/elv-triac-dim96w
https://www.ledlinearusa.com/elv-triac-dim-48w
https://www.ledlinearusa.com/pwm-dim-40w
https://www.ledlinearusa.com/pwm-dim-60w
https://www.ledlinearusa.com/pwm-dim-90w
https://www.ledlinearusa.com/pwm-dim-installation
https://www.ledlinearusa.com/lutron-dim-hi-lume
https://www.ledlinearusa.com/lutron-dim-hi-lume-premium
https://www.ledlinearusa.com/lutron-dim-installation
https://www.ledlinearusa.com/eldoled-dim-100w
https://www.ledlinearusa.com/eldoled-dim-installation
https://www.ledlinearusa.com/eldoled-controller-180d
https://www.ledlinearusa.com/eldoled-controller-210d
https://www.ledlinearusa.com/eldoled-controller-211d-lg
https://www.ledlinearusa.com/eldoled-controller-211d-ln
https://www.ledlinearusa.com/eldoled-controller-212d
https://www.ledlinearusa.com/eldoled-controller-dim-wheel
https://www.ledlinearusa.com/installation-xoolum-ip67
https://www.ledlinearusa.com/ies-xoolum-ip67
https://www.ledlinearusa.com/drivers-controllers
https://www.ledlinearusa.com/product-brochure-xoolum-ip67
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