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LED Linear™ GmbH Safety and assembly information please see specification catalogue 2016/2017.

KALYPSO HYDRA White IP67

Voltage 24 Volt (23 Vmin, 25 Vmax)
Temperature2 Tcmin = -13°F / -25°C, Tcmax (Table below)

Storage temperature Tsmin = -22°F / -30°C, Tsmax = 185°F / 85°C

Ambient temperature Tamin = -13°F / -25°C, Tamax (Table below)

CRI up to 95
R9 up to 65

Temporary immersion 
protection

IK10 Impact resistant 
(suitable for 
walk over)

Saltwater resistant

Resistant to solvents

UV protected

Lifetime

L80/B10
> 60.000 h

LM 79 compliant

LM 79

LM 80 compliant

LM 80

KALYPSO HYDRA HD6 HD10 HD15 HD25 HD36

Power (W/ft / W/m)1 1.8 / 6 3.1 / 10 4.6 / 15 7.6 / 25 11 /36
Efficacy (lm / W)1 @ W850 93 94 101 98 99

max. serial run length (ft / m) 16.4 / 5 16.4 / 5 13.1 / 4 9.8 / 3 6,6 / 2

Temperature Tc-point (Tcmax)2 158°F / 70°C 158°F / 70°C 158°F / 70°C 167°F / 75°C 185°F / 85°C
max. Ambient temperature (Tamax) 104°F / 40°C 104°F / 40°C 104°F / 40°C 104°F / 40°C 95°F / 35°C

1	The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power 
can vary up to 10%.

2	The Tc-point should be measured in thermal equilibrium according to IEC EN 60598-1.
3	In case of IP67 products, tolerances in the color temperature can occur. For further explantation, please see specification catalogue 2016/2017.

24 V, light intensive, IP67 protected and IK10 certified, linear 
LED luminaire with small form factor and precise linear 
optics for optimum directional light. It is IP67 protected 
against water, salt water, solvents and UV radiation by an 
clear polyurethane encapsulation. The profile of small cross 
section and either 10° wall grazing, 30° or 60° general il-
lumination optics, guarantees a perfect and targeted il-
lumination of the specific lighting task. It is available in 5 
standard lengths and supplied ready to plug in with a IP67 
mini connector. The mounting is realized with invisible light 
joints and connections. Lifetime of > 60,000 hrs (L80/B10). 
Fully PWM dimmable and engineered in Germany.

0.28" / 7 mm
0.28" / 
7 mm

0.28" / 7 mm

5 Standard lengths (L): 2.1' / 3.12' / 4.15' / 4.97' / 6'
639 mm / 952 mm / 1,264 mm / 1,514 mm / 1,827 mm

Tc

0.33" / 
8.5 mm

Clear encapsulated LED light line with lenses
Finish: White powder coated

Tc-point (Case temp.) on the rear side of the module

Electrical & output data

Dimensions & available lengths

Color temperature3

HD6 HD10 HD15 HD25 HD36

low output high output 

lumen/feet (lm/ft)1 lumen/meter (lm/m)1

W820 2000 K 100 / 330 167 / 550 264 / 870 432 / 1420 630 / 2070

W822 2200 K 112 / 370 188 / 620 304 / 1000 493 / 1620 721 / 2370

W825 2500 K 130 / 430 215 / 710 346 / 1140 563 / 1850 825 / 2710

W827 W927 2700 K 115 / 380 194 / 640 368 / 1210 599 / 1970 874 / 2870

W830 W930 3000 K 118 / 390 197 / 650 389 / 1280 636 / 2090 929 / 3050

W835 W935 3500 K 121 / 400 203 / 670 410 / 1350 667 / 2190 974 / 3200

W840 W940 4000 K 124 / 410 206 / 680 420 / 1380 682 / 2240 996 / 3270
W850 5000 K 170 / 560 286 / 940 459 / 1510 746 / 2450 1090 / 3580

0.98" / 25 mm 7.87" / 200 mm

8.86" / 225 mm
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For further driver options including click here.

LED tape
HYDRA HD6 ................................................................................ HD6
HYDRA HD10 .............................................................................  HD10
HYDRA HD15 .............................................................................. HD15
HYDRA HD25 ............................................................................ HD25
HYDRA HD36 ............................................................................ HD36
Color rendering
> 80 ...................................................................................................  8
> 90 (only HD6, HD10) ..................................................................  9
Color temperature 	
	 ...............................................................................................  20
	 ...............................................................................................  22
	 ...............................................................................................  25
	 ...............................................................................................  27
	 ............................................................................................... 30
	 ...............................................................................................  35
	 ............................................................................................... 40
	 ............................................................................................... 50
Length
2.1' (639 mm) (2 clips recommended) ...........................  0639
3.12' (952 mm) (2 clips recommended) ........................  0952
4.15' (1,264 mm) (3 clips recommended) .......................  1264
4.97' (1,514 mm) (3 clips recommended) ........................  1514
6' (1,827 mm) (4 clips recommended) ...........................  1827
Lens options (DIN 5040:A50)
10° .................................................................................................... 10
30° .................................................................................................. 30
60° .................................................................................................. 60
Ingress protection
IP67 .............................................................................................  IP67 

30

__

Order code example KALYPSO HYDRA HD10 1514 IP67

Your order code KALYPSO HYDRA HD_ _ _ _ _ _ IP67

27W9

_ _W_

2000 K
2200 K
2500 K
2700 K
3000 K
3500 K
4000 K
5000 K

Recommended driver

MEAN WELL HLG-100H-24A

Easy and clean installation due to internal mounting clips. ADONIS / KALYPSO H-channel 
also acts as cable raceway. Therefore you do not see any clips or cables from the outside. 

20,5

25
,5

Order code

C0/C180
cd/1.000 lumen

C90/C270

3	DIN 5040:A50

Lens 10°3

Lens 30°3

Lens 60°3

1.000

800

600

400

800

600

400

480

320

30°15° 45°0°

75°

60°

90°

30°15° 45°0°

75°

60°

90°

30°15° 45°0°

75°

60°

90°

Mounting Art.-#

Mounting clip for VarioContour 010  
(required every 1.31' / 40 cm) 13000104 

Contour 010 Adjustable Wall Mount Set 13000165

Mounting Lock4 (for vertical mounting) 13000192

Please choose your accessories

Extensions / Jumpers (optional) Art.-#

VarioCon Female Mini 2 x 0.0005 sqin / 0.34 mm2 
6.56' / 2 m IP67 15000142

VarioCon Extension Mini 2 x 0.0005 sqin / 0.34 mm2 
0.33' / 0.1 m IP67 15000143

VarioCon Female Mini Protection Cap Mono IP675 15000218

Recommended control

EldoLED LINEARdrive DC 180D

4	The mounting lock is used to fix the sliding mounting clips, thus allowing a vertical wall mounting.
5	Required for IP67 connector sealing at end of runs.

KALYPSO HYDRA White IP67

Please click here to configure your fixture online

http://www.led-linear.de/en/products/product-finder/product-configurator/kategorie/kalypso-white/tape/hydra-hd6/ip/ip67/produkt/kalypso-hydra-hd6-ip67.html
http://www.ledlinearusa.com/index.php?id=70&tx_ledlinear_product%5Bcontroller%5D=Product&cHash=9d0724bb85d3c714bee8159651f5cff6
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